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1. Introduction

The Moderate Resolution Imaging Spectroradiometer (MODIS) instrument is one of five
instruments for the Earth Observing System (EOS) platform scheduled to be launched in
June 1998. The MODIS instrument takes spectral data over thirty- six bands covering
visible(V1S), near infrared(NIR), short wave infrared (SWIR), middle wave
infrared(MWIR), and long wave infrared (LWIR). The number of detectors varies from
band to band. The land and cloud boundary bands, band 1(0.644 nm) and 2(0.855 nm),
have forty detectors each with ground footprint of 0.25 km. The land and cloud property
bands, bands 3(0.465 nmm), 4(0.553 nm), 5(1.240 nmm), 6(1.640 mm), and 7(2.130 nm),
have twenty detectors each with ground footprint of 0.50 km. The rest of the twenty-
nine bands for ocean color and atmosphere/cloud properties have ten detectors each with
ground footprint of 1.00 km. Bands 13 and 14 have ten additional detectors each,
designated bands 13hi and 14hi, for earth surface fire detection. The thirty-six bands are
located on four focal plane assemblies(FPA): VIS, NIR, SWIR/MWIR, and LWIR.

MODIS radiometric uncertainty needs to be maintained to less than 5% throughout the
MODIS life time (five years). However, the radiometric characteristics of heritage
instruments indicate that the radiometric gain, count per Wmsr*rm?, suffers from
degradation on-orbit over time. Periodic calibration of MODIS on-orbit is imperative.

MODIS has four on-board calibrators (OBC): Blackbody(BB), Space View(SV), Solar
Diffuser and Solar diffuser Stability Monitor (SD/SDSM), and Spectro-Radiometric
Calibration Assembly (SRCA). The four OBCs are located such that they can be viewed
sequentially by MODIS as the scan mirror rotates (Figure 1.1).

The BB and SV calibrate the thermal bands ( Band 20-25, and 27-36) by providing a two-
point calibration for each earth scan. An optional heated BB mode provides a
temperature of 315K as a third calibration data point for detector non-linearity check.

The SD/SDSM and the SRCA calibrate the VIS and NIR bands (band 1-19 and 26). The
SD/SDSM is expected to be a long-period stable calibrator for MODIS. The SDSM
periodically measures the reflectance of the SD by forming the ratio of its signal when it
views the SD and its signal when it views the sun for nine bands. Interpolation of the
nine bands of data allows for calibrating the twenty MODIS bands. Constant correction
of the SD reflectance using SDSM measurements enables radiance calibration during
MODIS operation. Thus, radiometric gain change can be accurately tracked. For the EOS
AM platform the radiometric calibration with the SD/SDSM occurs when the subsatellite
point is near the north-pole and the earth and the atmosphere viewed by MODIS are in
darkness.
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The SRCA is not an absolute calibration source because it only partially fills the MODIS
aperture (about 1/5 of the MODIS aperture area)(Figure 1.1). During the Activation and
Evaluation (A&E) phase, the SRCA/MODIS system can carry the ground radiometric
calibration onto orbit. This calibration will be transferred to the SD/SDSM. After A & E,
the SRCA is not expected to be as good as the SD/SDSM. The SD/SDSM will maintain
the radiometric calibration accuracy throughout the MODIS lifetime. In the MODIS
operational phase, the SRCA can measure the calibration change intra-orbit and further
provide radiometric calibration correction due to orbit-environment-related change.

SRCA provides partial apperture calibration to MODIS

INDIRECT SOLAR  SOLARDIFFUSER  BLACKBODY

MODIS primary
mirror

7" in diameter

SRCA

3.5" in diameter

MODIS SCAN CAVITY VIEW

Figure 1.1 SRCA fills partial aperture of MODIS aperture

This document describes the detailed calibration algorithms using the SRCA. It is one of
the detailed descriptions of a part of the MODIS level 1B calibration algorithms. The
other two documents are: “Calibration of the MODIS emissive bands”, [MCST G003] by
D. Knowles Jr., H. Montgomery, I. Goldberg, Nov. 16, 1995 and “MODIS solar
reflective band calibration algorithm” [MCST G004] by R. Veiga, H. Montgomery, M.
Jones, Dec. 15, 1996.

Covered in this document are the following sections: Instrument characterization,
theoretical background of the algorithm, uncertainty analysis from data simulation,
description of the algorithm, input data set requirement for the algorithms, and the
algorithm products.
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2. Instrument Characterization

The SRCA can be operated in any one of three calibration modes: radiometric, spectral,
and spatial. The radiometric and spectral modes provide data only for band 1-19 and 26.
The spatial mode provides data for all 36 spectral bands. The radiometric mode provides
tracking of the radiometric calibration accuracy from prelaunch to on-orbit and tracking of
the radiometric characteristics change intra-orbit. The MODIS band center wavelength
shifts are periodically measured on-orbit when the SRCA is set in spectral mode. While
in spatial mode the SRCA determines the detector position shifts along-scan and the band
centroid shifts along-track. By combining the prelaunch Ground Support Equipment
(GSE) detector location data, the prelaunch and on-orbit SRCA spatial mode data, and
ground location for a nominal band provided by the MODIS Science Data Support Team
(SDST), the ground geolocation can be determined.
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Figure 2.1 SRCA layout

The SRCA consists of three sub-assemblies: a light source, a monochromator/relay
collimator, and a folded collimator (Figure 2.1).

The light source contains a Spherical Integrating Source (SIS), a thermal source, and a filter
wheel. Six lamps (four 10W and two 1W) are embedded in the 2-inch diameter SIS. Four
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of them are used to provide different output radiance levels and the other two lamps, one
10W and one 1W, are backups. This provides multi-level radiance to the MODIS bands
for best operational signal level.

There are two temperature-controlled silicon photodiodes (SiPD), D1, embedded in the
SIS. One is used as an alternate. The operational SiPD becomes active in constant
radiance mode during A&E phase and in normal operation. The SiPD monitors the
stability of the broadband radiance output from the SIS. When the SIS output changes, a
feedback signal is generated and then amplified to adjust the lamp current until the SIS
output returns to a preset constant value. The SRCA source control is switched to
constant-current mode when one of the most frequently used lamps (one 10W or 1W)
fails. Constant-current mode will then be used throughout the remainder of the MODIS
lifetime.

The thermal resistance source is operated at 390K +5K in the spatial mode only, which
provides radiation to the thermal bands.

The filter wheel located in front of the SRCA SIS can be placed at six positions: an open
hole, a neutral density (ND) filter with transmittance of 0.25, three diffraction order
sorting filters, or a dichroic beam-combiner. The dichroic beam-combiner transmits the
light from the SIS and reflects the energy from the thermal source, providing spatial
calibration for all MODIS bands.

The Czerny-Turner monochromator subassembly includes a slit/reticle section, a
grating/plain mirror section, a collimating mirror, and a focusing mirror. The slit/reticle
section is operated by a motor. There are three configurations controlled by the
slit/reticle motor: (1) Entrance and exit slits in place; (2) Open hole (along-scan reticle) at
the location of the entrance slit and the along-scan reticle in place at the focal plane of the
focusing mirror, and (3) Open hole at the location of the entrance slit and the along-track
reticle in place at the focal plane of the focusing mirror. When the exit slit is in position, a
second exit slit, filtered with didymium glass, is operational (built in the same plate). The
temperature-monitored calibration SiPD, D2, located behind the didymium glass provides
the spectral calibration signal. The grating/plain mirror section is driven by a grating
motor. Rotating the grating provides the spectral calibration. The radiometric mode and
the spatial mode are provided with the plain mirror in place.

The folded collimator is a two-mirror Cassegrain telescope. A temperature-monitored
reference SiPD, D3, with the same characteristics as the calibration SiPD, D2, is
embedded at the center of the secondary mirror of the telescope, providing a reference
signal for normalizing the calibration signal in the spectral mode. The reference SiPD
signal will be saturated in the radiometric mode. The collimated beam is further reflected
by a plain mirror and directed to MODIS.
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The SRCA only partially fills the MODIS aperture. Thus, the collimated beam from the
SRCA travels through a slightly different portion of MODIS compared to a beam filling
the entire MODIS aperture. Corrections are required for compensation of the differences,
which will be measured in a Thermal VVacuum chamber (TV) prelaunch.

3. The SRCA in radiometric mode

3.1 Physics of problem

The objectives of the SRCA radiometric mode are:

1) Track changes in MODIS reflective band ( 1-19 and 26) radiometric calibration from
prelaunch to on-orbit.

2) Maintain the radiometric calibration accuracy on-orbit.

3) Track radiometric characteristics changes intra-orbit.

Different radiance levels are necessary for calibrating the MODIS bands at appropriate
signal level. Six levels are available. The combination of 3-10W lamps and 1-1W lamp
provides four light levels (3-10W, 2-10W, 1-10W, and 1-1W). Insertion of a neutral
density (ND) filter for the 1-10W and 1-1W cases provides two additional light levels.
The calibration begins with 3-10 W lamps turned on and the sequence, in general, is to
turn-off lamps in order to reduce the warm-up time. That is 3-10W, 2-10W, 1-10W,
1-10W with ND, 1-1W, and 1-1W with ND. However, the 2-10W lamp configuration
uses different lamps from the 1-10W lamp in order to minimize the use of the most
frequently operated 1-10W lamp. For each MODIS band an optimum lamp configuration
can be selected for radiometric calibration. Selection of the lamp configuration depends on
the best Signal-to-Noise (SNR) ratio and digital counts (DN).

The SRCA is calibrated against the ground spherical integration source SIS(100) which is
100cm in diameter. SI1S(100) is traced to the NIST standard with an uncertainty of 2.8%.
Error in the transfer from the SIS(100) to the SRCA increases the uncertainty to 3.9% due
to estimates of center wavelength shift, crosstalk, out-of-band response, polarization,
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non-linearity, stray light, etc. Table 3.1.1 lists the error budget of MODIS radiometric
calibration prelaunch.

The SRCA is expected to be a stable source. On orbit during the A&E phase , the SRCA
will transfer the calibration to space by using the SRCA on-board SiPDs. The SiPD
inside the SRCA SIS monitors and maintains the broadband radiance output stable while
the reference SiPD in spectral mode tracks the launch-related spectral profile change of
the SRCA output. These signals allow determination of the in-band radiances at the
MODIS entrance pupil under the SRCA illumination during A&E. The radiometric
calibration uncertainty is expected to be less than 3.9%. Before SRCA degradation it will
transfer the calibration to the SD/SDSM one time with a radiometric uncertainty of 4.0%.

During operation, the SRCA radiometric accuracy decreases over time because of lamp
degradation and changes in the coating reflectance of the SRCA SIS. In addition, the
SRCA provides only partial aperture illumination to MODIS. The potentially
transmissive variation over the MODIS aperture reduces the accuracy in radiance
tracking. However, the SD/SDSM is expected to be invariant on orbit. After the
SD/SDSM is calibrated against the SRCA during the A&E phase, the SD/SDSM becomes
the reference source. The SRCA output will be periodically corrected on orbit using the
SD/SDSM. By using the SD/SDSM, the SRCA is expected to be able to maintain
radiometric uncertainty less than 4.4% on-orbit throughout the MODIS life-time (Table
3.1.2).

Table 3.1.1 Error budget of MODIS radiometric calibration prelaunch [5]

Uncertainty drivers Radiance uncertainty (%)
Summary | Sub-summary
SIS(100) 2.82

(1) Irradiance/Radiance standard 0.50

(2) Transfer to working standard 1.00

(3) Standard lamp usage 1.69
(3.1) Orientation 0.30
(3.2) Diffuser to lamp 0.50
(3.3) Current 0.50
(3.4) Linearity 0.50

(4) Halon diffuser 0.50

(5) Monochromator 1.76
(5.1) Scatter light 1.00
(5.2) Wavelength calibration 0.30
(5.3) Nonuniformity 1.00
(5.4) Geometric error 1.00

(6) SIS 0.71

10
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(6.1) Current control 0.50
(6.2) Nonuniformity 0.50
MODIS 2.28
(1) SNR 0.50
(2) Linearity 0.50
(3) Crosstalk 0.50
(4) Wavelength shift 1.00
(5) Out-of-band response 1.24
(6) Polarization 1.00
(7) scatter 0.80
(8) Stray light 0.50
RSS Total 3.62

Table 3.1.2 Uncertainty estimate of radiometric calibration using the SRCA

Item | Description Uncertainty
Requirement 5.0%
(1) SRCA/MODIS transfers calibration into space 3.9%
1 Calibration preflight at TV environment [Table 3.1.1] 3.6%
2 Transfer into space ( 1s ) 1.5%
(2) Transfer calibration from SRCA to SD/SDSM during A&E phase ( 1s ) 4.0%
1 SRCA/MODIS transfers calibration into space 3.9%
2 Instability during radiometric calibration by SRCA 0.3%
3 Transfer from SRCA to SD/SDSM 1.0%
(3) SRCA radiometric uncertainty by referring to SD/SDSM in operation (1s | 4.4%
)
1 Transfer calibration from SRCA to SD/SDSM during A&E phase 4.0%
2 SD/SDSM uncertainty in space (TBD) 1.0%
3 Transfer from SD/SDSM to SRCA 1.0%
4 Instability during radiometric calibration by SRCA 0.3%
5 Instability between two radiometric calibration by SRCA 1.0%

3.2 Mathematical description of the algorithm

3.2.1 Determination of DN

The twenty reflective bands are located in three FPAs. During the radiometric mode, the
along-scan reticle is in position. The reticle size, measured in 1-km IFOVSs, is 5 IFOVs
along-scan and 12 IFOVs along-track. The rectangular reticle is located at the focal plane
of the focusing mirror in the monochromator (in place of the exit slit) so that the reticle is
imaged onto the MODIS focal planes through the SRCA collimator and MODIS optical
system. The reticle image scans across the detectors when the scan mirror rotates.

11
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Figure 3.2.1 defines the DN value when MODIS detectors are fully illuminated by the
SRCA under stable operational conditions.

The reticle image position under SRCA full illumination is determined by the detector
response rather than a preset value according to the scan mirror angle because focal plane
position shifts could affect the reticle positioning.

For a single mirror scan ten frames are
available. The algorithm utilizes signal Mt
thresholds to count the starting and ending f’?j‘\
frame numbers and then picks up three out 08 Average
of four fully illuminated detector signals.
The DNs are averaged over thirty-six scans
of data and the detector/band signal
stability is monitored. /

0 < =
1. 2 3 4 5 6 7 8 9 10 1
Frame number

\ Right edge

0.6 //
Left edge / \\\
04

MODIS relative output

The effective DN (digital counts) should

be used in all algorithms. For the effective
DN the space DN has been subtracted and it
has been further corrected for detector non-

linearity, scan mirror reflectivity, temperature-related change, and scan angle effects.
Figure 3.2.1 Determination of DNs

The algorithm is as follows (Figure 3.2.1):
(1) Find the maximum DN, DN max . ch, OVer all frames for a single scan.
(2) Set threshold

DNthreshold (Scan#) =03 DNmax,b,ch (Scan# ) (3-2-1-1)

(3) Determine the leftmost and rightmost frame numbers, Fi; and F, for which the
DNs are greater than DN reshoig(SCaN#).

(4) Find the middle frame number by averaging the leftmost and the rightmost frame
numbers for each scan.

F | I:If + l:rt
mid = ntegel{—z] (3.2.1.2)

(5) Average the three DNs centered around the middle frame number for each scan
and mirror side,

12
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F=F i +1
DN gy cn (S0801# ) = = )" DN (F scan#) (3.2.1.3)
FF-1
(6) Average DNs over number of scans and number of mirror sides:
1 &
DNpen = ) DNy, cn (SC2N# ) (3.2.1.4)
scan 1

(7) Calculate the standard deviation over all scans.

3.2.2. Determination of lamp configuration utilized for each band

The implementation strategy for radiometric calibration is given in Table 3.2.1, where the
lamp configuration is in turn-off order. The predicted DN values are listed in Table 3.2.2.
The optimum lamp configuration is bolded in the table. The optimum values are the only
ones used in the radiometric calibration. The optimum DN values are between 500 - 3000
counts for minimum quantization error and avoidance of saturation (80 percent of the
maximum counts).

Two additional modes, 1-10W with ND and 1-1W with or without ND, are scheduled in
the intra-orbit operation. The radiometric calibration for the two modes are: (1) 1-10W
with ND for bands 2, 5, 6, 7, 10, 11, 12, 17, 18, 19, 26 and (2) 1-1W without ND for
bands 5, 6, 7, 13, 14, 15, 17, 19, 26 and 1-1W with ND for band 16.

Table 3.2.1 Implementation strategy for radiometric calibration

No. Source Grating Entrance & EXxit Lamp number MODIS
motor motor slit motor configuratio | of scans band
position position n number
1 Open Relay mirror | Along-scan reticle 3-10W 36 3,8,9
2 Open Relay mirror | Along-scan reticle 2-10W 36 1,4
3 Open Relay mirror | Along-scan reticle 1-10W 36 10
4 ND filter | Relay mirror | Along-scan reticle 1-10W 36 2, 5-7,
11,12, 17-
19,26
5 Open Relay mirror | Along-scan reticle 1-1W 36 13-15
6 ND filter | Relay mirror | Along-scan reticle 1-1W 36 16

13
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Table 3.2.2 Digital counts predicted using the SRCA in radiometric mode

Lamp configuration
MODIS Center Bandwidth | 3-10W | 2-10wW | 1-10W | 1-10W | 1-1W | 1-
Band wavelength (rm) w/ND 1w
(mm) w/ND
8 0.412 0.0142 432 288 144 41 2 1
9 0.442 0.0110 1265 843 422 118 9 2
3 0.466 0.0192 417 278 139 39 3 1
10 0.487 0.0106 3191 2127 1064 298 30 8
11 0.530 0.0120 satur. satur. | 2116 593 73 20
12 0.547 0.0106 satur. satur. | 3234 906 122 34
4 0.553 0.0197 1239 826 413 116 16 4
1 0.644 0.0499 1779 1186 593 166 32 8
13 0.665 0.0103 satur. satur. | satur. satur. 801 224
14 0.677 0.0116 satur. satur. | satur. satur. 893 250
15 0.746 0.0100 satur. satur. | satur. satur. 1572 440
2 0.855 0.0372 satur. satur. 2484 671 218 59
16 0.866 0.0159 satur. satur. | satur. satur. 2522 681
17 0.904 0.0344 satur. satur. | satur. 1085 380 103
18 0.935 0.0136 satur. satur. | 2956 798 293 79
19 0.935 0.0482 satur. satur. | satur. 1083 400 108
5 1.240 0.0200 satur. satur. | satur. 1712 865 234
26 1.375 0.0300 satur. satur. | satur. 1852 1026 277
6 1.640 0.0246 satur. satur. | satur. 1720 1081 292
7 2.130 0.0501 satur. satur. | satur. 1966 1462 380
Notes: (1) The lamp configuration for radiometric calibration is where the DN is bolded.

(2) Data from SBRS [25].

3.2.3 Transfer radiometric calibration onto orbit

Radiometric calibration transfer from prelaunch to on-orbit depends upon the stability of
both the MODIS and the SRCA output. During the A&E phase, MODIS radiometric
characteristics are assumed to be unchanged and the SRCA will not be used for
radiometric calibration transfer if:

(1) Both the signal changes of MODIS (illuminated by the SRCA in radiometric mode)
and the SRCA SiPDs are less than 1.5% of their prelaunch values.

(2) Both signals change greater than 1.5% of their prelaunch values and the procedure
introduced here shows that the changes are primarily attributable to the SRCA change.

Otherwise, this procedure will be executed. The science team will determine which bands

shall have their radiometric gains adjusted. The uncertainty threshold of 1.5% change is
considered reasonable for this procedure.

14
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Figure 3.2.2 Flow chart of transfer radiometric calibration onto space

The SRCA is not used as an absolute calibration source because it only partially fills the
MODIS aperture. But the SRCA is expected to be a stable transfer source. The
radiometric calibration transfer utilizes the SRCA signals in spectral and radiometric
modes both prelaunch and on-orbit along with the MODIS DNs.

The flow chart for transferring the radiometric calibration onto orbit is shown in Figure
3.2.2. The prelaunch signal processing is surrounded by the dashed-line box. The level

1B algorithm using on-orbit signals is shown outside the dashed-line box

3.2.3.1 Determination of Lsgca(l ) prelaunch

The SRCA is calibrated against the SIS(100) during TV testing. A detailed procedure is
presented in Appendix A for converting SRCA in-band radiance to spectral radiance. For
the lamp configurations of 1-10W and 3-10W bulbs, the in-band radiance is converted to a
spectral radiance at a band center wavelength and spectral bandwidth which are
computed from the spectral response of MODIS and the relative spectral output of the
SRCA. The following model is derived in Appendix A:

Lsrea (M )praiaunch =L srea® s T) = Geoer - AN) - Ly (A, T) (3.2.3.1)

15
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This model is a least square fit to the SRCA data to generate a scale constant, ¢cer, and
lamp temperature, T, for lamp configurations of 1-10W and 3-10W. In this equation

L, (A, T) is the Planck function for computing black body radiance. The spectral radiance
Lsrca(M)pretaunch Provides the best estimate of the SRCA output in TV. Meanwhile, the
reference SiPD signal, DN et preiaunch, With dark reading subtracted in spectral mode is also
collected.

3.2.3.2 Determination of L%(M on-orbit

During the A&E phase, the MODIS DNs under the SRCA illumination are acquired.
Meanwhile, the reference SiPD signal, DN ¢t (A)on-orbit, 1S COllected for lamp configuration
with 3-10W and 1-10W in spectral mode. The spectral radiance of the SRCA on-orbit for
each of the two lamp configurations is achieved by

L 0\‘) o DNref (}\')on—orbit (1+ ARSDS O\' ’T)' (TH,preIaunch - TH 0 ) L (7\)
A on-orbit DNref O\')prelaunch (1+ ARSDSO"1T)' (TH ,on—orhit — TH ,o) A pretauneh

(3.2.3.2)
Where ARsps(A,T) is the response correction coefficient, Ty is the temperature of the
SRCA housing, Ty, is the temperature at which the reference SiPD response is measured.
Eq.(3.2.3.2) corrects for the temperature-related response variation due to SiPD
temperature change. Notice that this equation contains data from both the radiometric
mode and the spectral mode. Also the data used in this equation, acquired in the
radiometric and spectral modes, must be with the same lamp configuration.
Unfortunately, the lamp configuration with 2-10W are not planned for use in spectral
calibration. The radiometric calibration transfer has to utilize the DN for 1-10W bands 1
and 4 (see Table3.2.2). If the radiances for the 1-10W lamp configuration for these two
bands are known then the radiances for 2-10W will be calculated by multiplying those
radiances by the DN ratio of 2-10W to 1-10W for those two bands.
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Figure 3.2.3 DN(\) available for two lamp  Figure 3.2.4. Ratio and values interpolation
configurations of DN ref(}\)on—orbit /DNref()\)prelaunch

The operational environments for the spectral and radiometric modes differs significantly
such as the polarization degree and the stray light level. However, using the ratio of the
DNs measured in the same mode, prelaunch and on-orbit, minimizes these effects. The
spectral output from the SRCA may vary on-orbit. It is estimated that the SRCA lamp
output may drift by 1% within 100 minutes [4]. That is equivalent to a change of 4K in
lamp temperature. The time between consecutive radiometric and spectral calibrations is
about 80 minutes. If the two calibrations are operated sequentially and the order of
operation is the same for the two modes prelaunch and on-orbit, the lamp output drift
effect will be reduced significantly in constant radiance mode. Nevertheless, the spectral
profile drifts during the radiometric and spectral modes cause uncertainty to the
radiometric transfer.

Eq.(3.2.3.1) is valid for wavelength less than 1nm which is a limitation imposed by the
reference SiPD response. The DN ¢(A) as a function of | is converted from digital counts
of the reference SiPD as a function of grating motor angle, DN (0,), after the SRCA
spectral calibration is executed for each lamp configuration. Figure 3.2.3 shows the

DN s(A) data utilized for the two lamp configurations (3-10W and 1-10W). The
corresponding diffraction orders of the DN () curves for each MODIS band are marked
on the figure and are listed in Table 3.2.3. In order to apply Eq.(3.2.3.2) the DN (A) and
Lsrca(A)prelaunch Must be acquired for identical lamp configuration (i.e. both with 3-10W or
1-10W).

However, the data values available in the spectral calibration do not fully cover the
bandwidths of the bands in Table 3.2.3. The spectral calibration for the 1-10W lamp
configuration not only does not cover the entire band response for some required bands
(11 and 2) but also misses data for bands 1 and 17.

Linear interpolation of the ratio values of the DN ret(A)on-orbit / DNref(A)pretaunch (Figure
3.2.3) will provide the necessary data and the spectral radiance value on-orbit will be
calculated by Eq.3.2.3.2. In Figure 3.2.4 the noisy-looking data is the available DN ¢(A\)
(simulation) and the smooth-varying data points are the interpolated one. Limited lamp
temperature change ensures that the interpolated values maintain their accuracy.

Table 3.2.3 The corresponding diffraction order and the lamp configuration of

DN ef(A\) curve
Band Wavelength Lamp configuration of Diffraction order
(rm) DN, ) curve for DNl ) curve
8 0.412 3-10W -3
9 0.442 3-10W -3
3 0.466 3-10W -3
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10 0.487 1-10W -2
11 0.530 1-10W -2
12 0.547 1-10W -2
4 0.553 1-10W -2
1 0.644 1-10W -2
2 0.866 1-10W -2
17 0.904 1-10W -2
18 0.935 1-10W -2
19 0.935 1-10W -2

3.2.3.3 In-band radiance, L&(b#)

The in-band radiance for band 1, 3, 4, 8, 9, and 10 ( as appropriate, 1-10 and 3-10W lamp
configurations) is

A o(b#)

f LSRCA (7\ )on—orbit RO\' )dk

A1 (b#
L aren (0#) = 2209 — (3.2.3.3)

R(A)dA
A1 (b#)

and the in-band radiance for band 2, 11, 12, 17, 18, 19 (10W with ND) is

A2 (b#)
ft ND ()\' )LSRCA 0\' )on—orbit R(7¥ )CD\'
A1 (b#
L e (b#) = 20— (32.3.4)
R(\ )dA
r1(b#)

where typ (M) is the spectral transmittance of the ND filter. The values of typ(A) are
measured prelaunch and the spectral profile can be assumed to be unchanged on-orbit.
Check of the variation of typ(A) on-orbit is introduced in 3.2.3.4. The integration is over
the band response.

3.2.3.4 Check of ND filter transmittance on orbit

The ND filter transmittance is not expected to change from prelaunch to on-orbit. The
prelaunch transmittance value can be utilized on-orbit. However, check of the ND filter
transmittance on-orbit is straight forward and the ND filter transmittance deduced on-
orbit may provide useful information about the stability of the characteristics of the ND
filter.

Figure 3.2.5 illustrates the spectral transmittance of the ND filter measured by SBRS.
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Check of the ND filter transmittance is feasible on-orbit by computing the ratio of DNs
for band 5, 6, 7, 10, and 15 because proper DN values with and without ND filter are
available for the five bands. That is

1 O DNgga 1o (b#,Ch#)  WithND

b#) ., = — 3.2.35
TND( )Ol'blt Nch(b#) 21 DNSQCA,lOW(b#,Ch#) ( )
We calculate the in-band transmittance for the on-orbit case using
% 2(b#)
Tno (%) carcutated = fT np (A JdA (3.2.3.6)
r1(b#)

where the cut-in and cut-off wavelengths, A.'(b#) and A\',(b#), are obtained from spectral
calibration on-orbit. The spectral profile of the ND filter transmittance is assumed to be
unchanged.

An adjustment coefficient, Axp, is introduced which averages the ratios of the five
TN (D#) on-orbit tO the calculated values, tnp (b#)carcuated-

AND — li T ND (b#)on—orbit (3237)
5 1 TND (b#)cajculated

The spectral transmittance of the ND filter on-orbit is

TND (n) = Anp ' T NDO\')preIaunch (3.2.3.8)

A warning flag will be set if the ND filter transmittance changes greater than 1% by
calculation. The science team will make the decision whether to use the prelaunch values

of Tnp (0#)pretaunch OF 1o apply the newly predicted values of Typ in Eq.(3.2.3.8).
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Figure 3.2.5 Spectral transmittance of the ND filter

3.2.3.5 Determination of spectral radiance change for| > 1nm

To determine the unknown values of Lsgca(b#) for wavelength greater than 1mm

(bands 5, 6, 7, and 26) the band ratios between these bands and a reference band is
computed. Then by multiplying the four ratios by the known band radiance with

A <1 nmm we determine the band radiances for A > 1 nm. The on-orbit SRCA SIS
radiometric temperature is required to compute the ratio. A least-square fit is applied to
predict the radiometric temperature change for 1-10W lamp on-orbit. We assume that the
Lsrea(M) profile change is attributed only to the lamp temperature change on-orbit. Using
the reference SiPD spectral signals (more than 200 data points) for A <1 nm, the two
unknowns, curve adjusting coefficient, qcoe, and the 1-10W lamp temperature, Ton ornit, are
determined by fitting

D Nref ()\' )on— orbit I—b (}\' 1Ton—orbit )

= 3.2.3.9
DNref (7\’) qcoef Lb(7\.,T ( )

prelaunch prelaunch )

where Tprelaunch IS from Appendix A, qcer IS @ constant and L,(A,T) is calculated by
Planck’s equation.

Assume that for the spectral mode the i-th data point DN values for the reference SiPD,
prelaunch and on-orbit, are known. The ratio of the two DNs is:

D Nref (7\' i )on—orbit

BN (3.2.3.10)

prelaunch
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Set

expLa388 A /T onen = D (3.2.3.11)

I:\)t i (qcoef ’Ton—orbit ) = Qcoef eXp(1438g )\'i IT 1)

on-orbit —

where Tprelaunch IS the radiometric temperature of the lamp in the SRCA SIS. The method
of deduction of the lamp temperature is detailed in Appendix B.

The difference Rsi = Rii (deoef » Ton—orbit )= Ry (3.2.3.12)

The first derivatives of the R;i(dcoet, Ton-orbit) are

aRt,i (qcoef 7Ton—orbit ) exp(14388 7\’i IT 1)

q L _ prelaunch 32313
S:Oef'I aq:oef exp(14388}"i /Ton—orbit - 1) ( )
oR: T o orbi 14388
dSr,i _ t,i (qcoef on orblt) _ 8 Ocoer . dstoef,i (32'3.14)
aTon—orbit )"i Ton—orbit

Calculation of matrix coefficients and the procedure of the least-square fit are described in
Appendix A. The initial temperature for the looping starts with a nominal lamp
temperature.

Extrapolation of radiance from A <1 nmto A > 1 mm is feasible because the spectral

radiance change due to filament temperature variation is less sensitive for long wavelength
than for short wavelength.

3.2.3.6 Determination of the in-band radiance for| > 1nm

The use of a least-square fit to predict the lamp temperature for 1-10W lamp provides the
best estimate of spectral radiance shape change over the wavelength range of interest.
However, it is proper to use the spectral shape of the SRCA ouput on-orbit rather than
the spectral radiance values. We set the relative spectral radiance as (See Appendix A)

lsrea (M) = AMML, (A Ton-orit ) (3.2.3.19)

The in-band radiance ratio for band 5, 6, 7, and 26 to a reference band can be evaluated
from the lsgca(A) curve. Anchoring the ratio to the in-band radiance for the reference
band gives the in-band radiance for band 5, 6, 7, and 26. That is

21



Draft

[sgrca (M)d [
L gren (b#) = 2209 T : flA“b"*?de-Lsm(bo#) (3.2.3.16)
SRCA
AN (b#) AN(bo#)

where b# is the band number for which the radiance is to be determined and b0# is the
reference band number, band 17, with radiance known. Although the spectral radiance for
band 17 is not available directly from the ratio of DN ret(A)on-orbit / DN ref(\)on-orbit fOr 1-
10Whbut from interpolation, the band 17 (0.904mm) is less sensitive to the lamp
temperature change.

3.2.3.7 Transfer radiances from 10W to 1W lamp configuration

Transfer in-band radiances from 1-10W with ND to 1-1W uses DN ratios for bands 12, 2,
and 17.

The band radiance for 1-1W lamp is calculated by the MODIS detector DN ratio
multipled by the band radiance for the 10W lamp with ND

DNgrca (b#,Ch#, 10W)

Lsrca (b#,1W) = L goca(b#,10W ) 1y (b#) ¢ (3.2.3.17)

In this equation DN ggca(b#,ch#,10W) is with the ND in place.

3.2.3.8 Interpolation to determine the band radiance for bands 13-16

Now we know the band radiances for bands 12, 2, and 17. The center wavelengths of
bands 13(0.665mm), 14(0.677nmm), and 15(0.746nm) are sandwitched by bands
12(0.547mm) and 2 (0.855mm) and band 16 (0.866nm) by bands 2(0.855mm) and
17(0.904mm). The relative spectral curve of the SRCA output for 1W lamp measured
prelaunch is utilized to determine the band ratios of the TBD bands, b#, to the anchoring
bands, b1# and b2#. The in-band radiances for the four TBD bands are the average from
the two independent anchoring radiances.
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| e (A )0 f dr
L srca (B#) =i2L = " IM(bl#()x)dk eea (08
Ai(fb#) M?L#S;RCA (3.2.3.18)
)| w0 [0
2 — fl — T " Lrea (D2#)
AL(bH) AL(b2#)

Anchoring band radiances to two neighbor bands significantly reduces the effect of the
1W lamp tempelature variation on the radiance deduction on-orbit.

3.2.3.9 Using flat-fielding information to correct the SRCA non-uniformity effect

The MODIS detectors in the focal plane are expected to be non-uniformly illuminated by
the SRCA. The entrance slit illuminated by the SRCA SIS may be non-uniform because
the SIS source is a sphere instead of a flat extended source. The aberration of the SRCA
optical system will contribute to the non-uniform illumination of the MODIS detector
focal plane. The radiometric calibration transfer discussed above tracks the average
radiance change. However, the radiance value that may vary from detector to detector.

The solar diffuser is an excellent uniform and Lambertion surface. Under the illumination
of the sun, a uniform illuminating field will be achievable. This provides a source for
relative radiometric calibration between detectors and possible correction for the non-
uniformity effect of the SRCA.

The MODIS detector DN under the illumination of SD can be simply expressed as

DN, (b#,ch#) = G(b# ,ch#)- Lo (b#) (3.2.3.19)

where G is the radiance gain of the detector and Lgp is the radiance of the SD.

When the SRCA is illuminating the MODIS detectors, a similar expression can be written
as

DNgsea (b#,ch#) = G(b#,ch#) - L gzen (0%) - Canen (D%, ch#)  (3.2.3.20)

where Cgrea IS the correction coefficient for non-uniform illumination.
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We ignore the vignetting of the reticle because the MODIS detector is located one IFOV
(1 km) away from the reticle edges in along-track direction. Also we do not consider the
non-uniformity along-scan because the reticle scans across the detector. The average value
of Csrea is Normalized to one over the detectors of a band without compromising
accuracy.

Nch
- E Caren (b#,ch#t) = 1 (3.2.3.21)
ch ch=1

Combining Egs.(3.2.19)-(3.2.3.21), we have

Cecn (0, Ch#) = — Nen DNy (b#,60#) = 5 5 3 99
Q' DNggen (b#,ch#)  DNgy (b#,ch#)
&2, DNg;, (b#,ch#)
The radiance of the SRCA for detector number ch# of a band b# is
L grea (b#, Ch#t) = L gen (0#) - Czen (b#, Chi) (3.2.3.23)
3.2.4 Radiance gain
The radiance gain is calculated by
G(b#, chi) = DNerea (P#,C#) (3.2.4.1)

Laecn (D7, Ch#)

The Lsgca(b#,ch#) is obtained on-orbit by:
1) Using prelaunch values during the first two months and continuing to use them
during the A&E phase if on-orbit data indicate the prelaunch values have

not changed.

(2) Implementing the algorithm introduced above if the MODIS science team
agrees that the radiance gain has changed and the adjustment is needed.

(3) Using SD/SDSM calibration in operation after the A&E phase.
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3.3 Uncertainty estimates

Various uncertainties are expected when transferring from prelaunch to on-orbit using the
SRCA/MODIS system. Figure 3.3.1 shows estimated uncertainties for SRCA transfer of
radiometric calibration onto orbit. The results are from a Monte-Carlo simulation. Table
3.3.2 lists the uncertainty components and their ranges. A typical case is given for band
8.

Table 3.3.2 Radiance uncertainty for carrying the radiometric calibration onto

space
Item Description uncertainty Band 8 case (%)

1 Quantization uncertainties of the SRCA and 1/DN/ ONo. averaged negligible
MODIS signal

2 Convert from band to center wavelength Determined by the algorithm 0.03

3 SRCA SIS constant radiance control < 0.05% 0.05

4 Reference SiPD temperature measurement 2K 0.19

5 Reference SiPD quantization and SNR 1/SNR/ ONo. averaged 0.40

6 Stray-light 3% 0.10

7 | Uncertainty in center wavelength Band shift by 0.5 - 0.7 nm 0.52

(1)

8 | Uncertainty in wavelength scale on radiance db and da (1) 0.32
determination

9 | slit width effect on determination of spectral 0.15
radiance

10 [ Uncertainty in transfer coefficients, c(b#) Color Temperature. change negligible

20K

11 | Non-uniformity correction Simplified STOP results 0.17

12 | Mirror reflectivity (2) no change --

13 | Uncertainty in lamp temperature prediction 10K --
Total 0.80

(1) From spectral calibration results  (2) PL3095-Q04995, SBRC, 5/95
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3.4 Description of input data set, output products, and quality control
3.4.1 Input data set:

(1) The SIS(100) in-band radiance for each MODIS band measured in TV,
Lsisaoo)(lamp,b#).

(2) The spectral radiance of SIS(100) during the SRCA radiometric calibration in TV,
Lsisczooy(lamp, ).

(3) The spectral transmittance of the ND filter, Tnp(A).

(4) The spectral signal (DN) of the reference SiPD in terms of wavelength
DN ref(k)prelaunch and DN refo\)on-orbit-

(5) Spectral response of the reference SiPD, R(A), measured at T,

(6) The temperature coefficient of the reference SiPD in terms of wavelength and
temperature, AR(A,T).

(7) The SRCA wavelength self-calibration results (center wavelength and shift for
MODIS bands, and monochromator parameters) measured prelaunch and on-

orbit, A.(b#,ch#), Al (b#,ch#), B(lamp), and 6¢(lamp).

(8) The spectral responses of the MODIS bands measured prelaunch in TV,
R(b#,\).

(9) The SRCA spectral radiance output profiles for 10W and 1W lamps measured at sub-
assembly level, Isgca(M).

3.4.2 Output products:
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(1) Prelaunch: Radiance calibrated against the SI1S(100) for SRCA full radiometric
calibration, Lsgca(b#,ch#).

(2) Transfer reflective band radiometric calibration on-orbit: Radiance for SRCA full
radiometric calibration mode during the A&E phase, Lsgca(b#,ch#).

(3) Intra-orbit radiometric calibration: Radiance for:
SRCA in full radiometric calibration.
SRCA 10W radiometric calibration continuous over cycles of orbit.
SRCA 1W with and without ND filter radiometric calibration continuous
over cycles of orbit.

Off-line product:
Trending of MODIS calibration using the SRCA.

3.4.3 Data report format

Each radiance value reported should be tagged with:
" Date and time
"~ SRCA lamp configuration
" ND filter: clear or in position
"~ SRCA source controller: primary or redundant
" SRCA source control mode: constant radiance or constant current
" Standard deviation of DNs for the active bands.

3.4.4 Quality control and diagnostics

(1) Before the radiometric calibration is applied, a step-by-step diagnostic
procedure will be executed to assess MODIS and the SRCA normality on-
orbit.

(2) For any detected instability flags will be set for quality control and
diagnostics (to be modified after ground measurement data is available)
2.1) The standard deviation of the feedback SiPD > 0.10% of the averaged
current value.
2.2) The standard deviation of the SRCA lamp current > 0.02% in constant
current mode.
2.3) The standard deviation of the SRCA lamp voltage > 0.06% of the
nominal voltage in constant current mode.
2.4) The standard deviation of the temperature of the feedback SiPD > 1K.
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4. The SRCA in spectral mode

4.1 Physics of problem

Spectral characterization for MODIS is needed because of the spectral shifts
observed in the solar reflective band filters during ground testing of MODIS precursor
instruments, and because some on-orbit measurements from precursor instruments have
been interpreted as showing evidence of on-orbit spectral shift.

During prelaunch TV testing, the center wavelengths of the MODIS bands are measured
using Ground Support Equipment (GSE). An external double monochromator/collimator
system fills the full MODIS aperture. The SRCA will be used to measure the center
wavelength under similar conditions, and at very near the same time. Because the SRCA
only partially fills the MODIS aperture, the center wavelengths measured by the SRCA
may differ slightly from those measured by the GSE. Correction coefficients will be
measured prelaunch to relate the measurement results from the GSE to those from the
SRCA. These coefficients, which are band and channel dependent, are assumed to be
unchanged on-orbit.

When the SRCA is operated in spectral mode, the grating motor turns the plain mirror
used in radiometric/spatial mode 180° out of position and places the grating in position.
Meanwhile, the slit/reticle motor places the entrance and exit slits in position. Thus, the
calibration SiPD, located at the secondary slit behind a piece of didymium glass starts
collecting signals. The secondary slit is in parallel with the main exit slit, separated by six
millimeters with a calibration SiPD behind it. When the grating is rotating, the spectrum
disperses along the slit width. A narrow spectral beam exits the slits.

The spectral beam exited from the main exit slit is sampled by a reference SiPD located at
the center of the secondary mirror of the Cassegrain telescope to provide normalizing
signals. The main portion of the beam is further collimated by the Cassegrain telescope to
form a collimated beam and folded towards the MODIS scan mirror by a plain mirror.
The spectral beam exited from the secondary slit passes through the didymium glass and
is detected by the calibration SiPD. The reference and the calibration SiPDs are selected
in pairs with the same spectral responsivity. The two sets of signals form the data base
for wavelength calibration.

The wavelength self-calibration capability depends upon the optical properties of the
didymium glass. The wavelength location of the transmission peaks of the didymium
glass is assumed to be unchanged with temperature. The signals from the calibration
SiPD behind the didymium glass are what we call the spectrum modified by the
didymium transmission curve while the signals from the reference SiPD are the spectrum
itself. The calibration SiPD signal shape, after dividing by the reference SiPD signals, will
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be the same as the didymium transmission curve. However, the location difference of the
two SiPDs complicates the signal processing.

The radiance of the monochromatic beam illuminating the MODIS detectors is spectral-
dependent. The beam is spectrally modified by the SRCA SIS light source, the grating
efficiency, the SRCA transmittance, and the reflectivity of the mirror. In-order to
recover the MODIS band response for accurately determining the center wavelength and
the bandwidth, the MODIS detector signals need to be normalized by the spectral-
dependent signals from the SRCA. The reference SiPD provides the normalization signal
except that the reference SiPD signals include the modification of the SiPD spectral
response. Further processing of the normalized signals is imperative. Due to the
limitation of the reference SiPD response, the normalization can only performed for
wavelengths less than 1mm. For the bands with spectral response greater than 1mm the
MODIS detector signals are not normalized. For bands with center wavelength greater
than 1 mm the accuracies of the center wavelength and bandwidth are not addressed in the
MODIS specification to SBRS.

Compared to broad-band, the use of a monochromatic beam in spectral calibration results
in low illumination level to MODIS. The lamp configurations used in spectral calibration
will differ from those used in radiometric calibration. Two lamp configurations are
utilized: 3-10W and 1-10W. The 1-1W lamp is not used because the signal would be too
low. Two 10W lamp configuration has been canceled for saving both the grating motor
and lamp life. The lamp configuration for each MODIS band depends on the best SNR
and the possible range of grating angles.

There is no demonstrated method for validating the spectral characteristics of MODIS on-
orbit using ground verification methods.

4.2 Allocation of grating angles for MODIS bands in unidirectional rotation
for each lamp configuration

The grating directs a beam with narrow spectral bandwidth centered at a specific
wavelength through the exit slit. The grating stepping motor rotates the grating
unidirectionally for each lamp configuration. During one cycle of grating rotation ( less
than 9.5 degrees), the exit spectrum should cover both the spectral response of certain
MODIS bands and the wavelength ranges of the didymium peaks to be measured. We
need to measure at least two didymium peaks in one grating unidirectional rotation. Three
didymium peaks is actually in use. In summary, all twenty bands (1-19 and 26) and six
didymium peaks should be measured in the two unidirectional rotations.

The nominal values of the monochromator parameters are [18]:
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" The half angle between the incident beam to the grating and the
diffracted beam exited from the main exit slit in the diffraction
plane. Itis called half included angle for simplicity, = 15°.

" Grating motor offset angle, 6, = 0°
The values of some other parameters are [18]:

" grating spacing, A = 4.240882 nm (235.8 grooves per millimeter).
Angular displacement between the main exit slit and the didymium slit,
D=1.319°
Stepping motor increment: 0.00588235° in average.

Different wavelengths, | , | /2,1 /3, etc. will be spatially overlapped for a specific grating
angle. Order sorting filters are inserted between the SRCA SIS and the relay mirror. It
filters out the unwanted wavelengths and retains only the wavelength needed. There are
three order-sorting filters mounted in the SRCA filter wheel. The spectral ranges for the
three filters are as follows: No.1 filter for transmission range of 0.40 - 0.52 nm, No.2 for
0.52 - 0.70 mm, and No.3 for 0.73 - 0.99 mm. The open hole is called No.0 (zero). The
choice of filters depends on the grating angle and the diffraction order in use.

The wavelength of the monochromatic beam exiting from the main slit is related to the
grating angle by the grating equation

The wavelength of the monochromatic beam exited from the didymium slit is

2A A A
A = Fsm@ v +0 o + —2)cos([3 + E) (4.2.3)

We also need to know the locations of the transmission peaks of the didymium glass.
The transmittance of didymium glass is shown in Figure 4.2.1, where six sharp
transmission peaks are marked by D1 - D6. The algorithm uses various combinations of
didymium peaks and diffraction orders. In Table 4.2.1 we define the following
combination DIm, where | designates diffraction order and m designates transmission
peak number.
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Figure 4.2.1 Transmittance of didymium glass

Table 4.2.1 Didymium peak location

Didymium peak Wavelength (mm) Bandwidth (nm) Diffraction order
D31 0.415 25 -3
D32 0.496 25 -3
D23 0.551 30 -2
D33 0.551 30 -3
D24 0.707 40 -2
D25 0.772 25 -2
D26 0.846 35 2

Based upon the nominal data and Eqgs. (4.2.2) and (4.2.3), the values of grating angles
corresponding to the didymium peaks and the MODIS bands in unidirectional rotation for
each lamp configuration are listed in Table 4.2.2. Since the calibration and the reference
SiPDs are located at different positions, the grating angle values to cover the same
wavelength are at different grating angles. Thus, the grating angle range must include both
the main exit slit range and the didymium peaks which are in two different rows of the
table with “*” for didymium slit and without “*” for main slit. The calibration signals can
be normalized by the reference signals in the same wavelength range and didymium peak
position can be calculated. For simplicity, only one order sorting filter is permitted for
each grating angle. Grating angle overlapping for different diffraction orders is not
permitted in that case the order-sorting filters would have to flip back and forth at the
same grating angle. In table 4.2.2 the step size of the grating motor depends on the band
width or didymium peak width in order to have more than 25 data samples (No. of step).
The number of samples per step depends on the SNR. The lower the SNR, the higher the
number of samples per step.

Figure 4.2.2 shows the MODIS band responses and the diffraction orders in terms of

grating motor angle. The horizontal bar corresponding to each band shows the associated
diffraction order.
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Table 4.2.2 Allocation of grating angle for each unidirectional rotation

Band Wvin | Band Filtr | Diff. Wavelength Grating angle Step number Step | No. sample
width | No. order | range size | of per step,
step Nscan
Min. | Max. | Min. | Max. | Min. | Max.
1-10W lamp configuration
19 0.935 | 0.048 3 -1 0.906 | 0.965 | 6.346 | 6.766 | 31679 | 31751 3 25 2
D23 0.551 | 0.030 2 -2 0.531 | 0.570 | 7.450 | 8.004 | 31868 | 31961 3 32 8
D23* 6.820 | 7.364 | 31760 | 31853 3 32 8
12 0.547 | 0.011 2 -2 0.540 | 0.554 | 7.575 | 7.774 | 31889 | 31922 1 34 2
5 1.240 | 0.020 0 -1 1.227 | 1.254 | 8.615 | 8.804 | 32065 | 32098 1 34 2
13 0.665 | 0.010 2 -2 0.659 | 0.672 | 9.252 | 9.445 | 32173 | 32206 1 34 2
14 0.677 | 0.011 2 -2 0.669 | 0.684 | 9.405 | 9.619 | 32199 | 32236 1 38 2
26 1.375 | 0.030 0 -1 1.356 | 1.396 | 9.525 | 9.809 | 32220 | 32268 2 25 2
D32 0.496 | 0.025 1 -3 0481 | 0.512 | 10.14 | 10.80 | 32324 | 32436 4 29 8
D32* 9.514 | 10.17 | 32218 | 32330 4 29 8
15 0.746 | 0.010 3 -2 0.739 | 0.754 | 10.40 | 10.60 | 32369 | 32402 1 34 2
D33 0.551 | 0.030 2 -3 0.532 | 0.570 | 11.23 | 12.04 | 32510 | 32646 4 35 8
D33* 10.61 | 11.41 | 32404 | 32540 4 35 8
6 1.640 | 0.024 0 -1 1.627 | 1.655 | 11.45 | 11.65 | 32547 | 32582 1 36 2
16 0.866 | 0.016 3 -2 0.855 | 0.877 | 12.04 | 12.36 | 32647 | 32701 2 28 2
18 0.935 | 0.014 3 -2 0.926 | 0.945 | 13.06 | 13.34 | 32821 | 32869 2 25 2
7 2.130 | 0.050 0 -1 2.100 | 2.161 | 14.85 | 15.29 | 33125 | 33200 3 26 2
3-10W lamp configuration
D23 0.551 | 0.030 2 -2 0.531 | 0.570 | 7.450 | 8.004 | 31868 | 31961 3 32 2
D23* 6.820 | 7.364 | 31760 | 31853 3 32 2
4 0.553 | 0.020 2 -2 0.541 | 0.566 | 7.581 | 7.941 | 31890 | 31950 2 31 2
8 0.412 | 0.014 1 -3 0.402 | 0.421 | 8.469 | 8.863 | 32040 | 32108 2 35 40
1 .0644 | 0.050 2 -2 0.616 | 0.673 | 8.656 | 9.456 | 32072 | 32208 4 35 4
9 .0442 | 0.011 1 -3 0.435 | 0.450 | 9.163 | 9.480 | 32158 | 32212 2 28 4
3 .0466 | 0.019 1 -3 0.452 | 0.479 | 9.537 | 10.10 | 32222 | 32318 4 25 24
10 0.487 | 0.011 1 -3 0.480 | 0.494 | 10.11 | 10.43 | 32320 | 32374 2 28 2
D32 0.496 | 0.025 1 -3 0.481 | 0512 | 10.14 | 10.80 | 32324 | 32436 4 29 2
D32* 9.514 | 10.17 | 32218 | 32330 4 29 2
D33 0.551 | 0.030 2 -3 0.532 | 0570 | 11.23 | 12.04 | 32510 | 32646 4 35 2
D33* 10.61 | 11.41 | 32404 | 32540 4 29 2
11 0.530 | 0.012 2 -3 0.522 | 0.538 | 11.02 | 11.36 | 32474 | 32532 2 30 2
2 0.855 | 0.037 3 -2 0.834 | 0.879 | 11.75 | 12.39 | 32598 | 32706 4 28 2
17 0.904 | 0.034 3 -2 0.885 | 0.924 | 12.47 | 13.04 | 32721 | 32817 3 33 2

Note: The grating angles and motor step numbers corresponding to DIm*(D23*, D32*, D33*) are used for
acquiring the same wavelength range from the didymium slit.
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4.3 Mathematical description of the algorithm

Spectral calibration starts by collecting the signals of the reference SiPD, calibration SiPD,
and the MODIS detectors. For each step of grating rotation, the scan mirror rotates a
number of scans, Ngcan.  The Ny IS varied from band to band for the best SNR in the
spectral measurement. Since the main exit slit image fills approximately half of the 1 km
IFOV detector size, only 2 or 3 data frames are available for processing.

The SRCA spectral self-calibration requires that two monochromator parameters, b, and
Joff.L » be determined from measured data for each unidirectional rotation of the grating.

The flow chart of the SRCA spectral calibration is shown in Figure 4.3.1.

|SRCA |
[u=t(step]———{CDSLGtep.). ] — | SDSL(step,F),, |

|MODIS |

o] MSR (0% ch# step,F) |

h, /2 v l
F=0, gn=7.8-15.0, m=1
F=1, qu=7.9-15.0, m=3 L cos.@my | | sps.@my; | | MSRL(b#,ch#,am)
F=2, 4n<10.4, m=2
F=2, gn>10.4, m=3 - - | MSRnorm,L(b#,ch#,q,m)i,i|
F=3, 4»<8.6, m=1 | CDSAV,L(q,m)l | SDSAV,L(q,m)l
Rsos(l ) | MSRnorm av(b#,ch#,q,m) |
h, /2 h /2

|

Corrected by responsivity of the reference SiPD
MSR(b#,ch#,] ) = MSRnomav(b#,ch#,] )Rsps(l )

Didymium peak position best overlapping the
centroid grating angle of normalized CDS by least-
square fitting

QCDS [ Pk

m.Lpk Y T pigymium,L ©m- ™M)
Least-sgqudre fit l
Didymium transmittance, A Calculated center Wavelenogth
t pidymium (1) xzﬁsin(em +0 ot )COS B a MSR(b#,ch#,\) %
AL
! < T A (b#, ch#) correct = =3
For b and qer, Using the grating equatior a MSR(b#,ch#, 1)

torelatel andow | .o ___. ' AX

2A . A A
A =Z28n(0 5y +0, o +=)coS(B +)
m 2 2 Center wavelength shift
AN (b#, ch#) =N . (b#, ch#) yrent - M o (OF#, chi#) prelaunch

Center wavelength (current)
A mopis(b#, ch#) = A . (b#, ch#) o rrent + AN (B, Ch#)
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Figure 4.3.1 Flow chart for spectral calibration using the SRCA

4.3.1 Convert grating motor step number to grating angle using the ground
measurement data base

Signals collected for each grating step are: calibration signal from the calibration SiPD,
CDS\ (step,F)scan, Frame, reference signal from the reference SiPD, SDS, (step,F)scan, Frames
and signal of the MODIS detectors, MSR| (b#,ch#,step,F)scan Frame. The subscript L is the
lamp configuration, step is the grating motor step number, F is the order-sorting filter
number, b# is the band number, ch# is the channel number, the subscript “scan” is the
scan number, and the subscript “frame” is the frame number. In Figure 4.3.1 the
subscripts of i,j are used in corresponding to “scan” and “frame”.

For simplicity in writing the algorithm, we assume that the MODIS detector signals have
been corrected for detector non-linearity, temperature-related change, scan angle effect,
scan mirror reflectivity, and the space count has been subtracted. We also assume that
the SRCA reference and calibration SiPD signals have been corrected for non-linearity and
the dark signals have been subtracted. A set of 26 dark DN values are taken before and
after the lamps are on. The dark currents of the reference / calibration SiPDs are the
average of the 52 (2~ 26) data points.

Using the prelaunch data base (Figure 4.3.2), the grating motor step number is transferred
to grating angle, 6, by

0y = f(step (4.3.1)

Grating motor angle variation
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Figure 4.3.2 Grating angle as a function of motor step number

The non-linearity for the grating motor angle [16] is illustrated in Figure 4.3.2.
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4.3.2 Determine the diffraction order, m, to be used according to the order-
sorting filter number, F, and the step motor angle, 6,,

The filter number, F, is fixed prelaunch corresponding to the grating angle for each lamp
configuration. The diffraction order is determined according to the relationship listed in
Table 4.3.1.

Table 4.3.1 Convert filter number to diffraction order

Order-sorting filter number, F [ Step motor angle, 0y, (degrees) | Diffraction order, m
0 (open) 7.8-15.0 1
1 7.8-15.0 3
2 <10.4 2
2 >10.4 3
3 <8.6 1
3 > 8.6 2

4.3.3 Average the signals of the calibration SiPD and the reference SiPD over
number of scans and frames.

1 Nscan NFrame
> > CDS (6, M)scan,Frame (4.3.2)
1

Scan NFrame 1

CDSy, (6,,m) = N

1 Nscan NFrame

SD&«V,L(em ’m) = El SDQ (6 m> m)Scan,Frame (433)

Necan * Nerame T
for Ngcan, refer to Table 4.2.2.

4.3.4 Physically shift the reference signals

For a given encoder angle the two signals, the calibration SiPD and the reference SiPD, are
at different wavelengths because they are measured at different locations. Their
wavelength expressions have been given in Egs. (4.2.2) and (4.2.3).
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In order to ratio the two signals with the same wavelength scale, we express the step
motor angle for the reference SiPD as 6"y, . Set the wavelength in Egs. (4.2.2) and (4.2.3)
equal and we have

cos@,+A/2
cosp

0", pk = sin[ sing M,pk +A 1246 ot6)] = 0 ofto (4.3.4)

where the subscript “0” designates prelaunch data. The use of prelaunch values
introduces negligible error because the two variables,  and 6. , change slightly and the
error in 0"y pk is less than one angular motor step. Because we consider only the step
motor angle at the didymium peaks, a subscript “pk” is added with step motor angle
hereafter.

The angle 0"y o« Is very close to 0y +A/2. Eq.(4.3.4) is used to compute 0’y o« and then
converted to an integer number of motor step.

Calculation of 6’y is limited to the didymium peak regions utilized. The starting and
ending angles of Oy, and 0"y o« for signal normalization are provided in the data base.

4.3.5 Normalization of the calibration SiPD signals by the reference SiPD
signals

The normalized calibration SiPD signals are

CDSy L Oy x-M)
SDSy, . (0w ok »M)

CDSlorm,L (9 M, pk m) = (4.3.5)

The normalization of CDS also removes the temperature effect assuming that the two
SiPDs have the same temperature coefficients because they are all mounted in the SRCA
housing.

The centroid wavelength of the didymium transmission peak is calculated over the peak
region, starting from Ay g 10 Ag i, by

A2 pk,L
Ef didymium ()M
A1,pk,L
A2 pk,L
Er didymium ()\')
)\,17pk ,L

A gidymium, pk L = (4.3.6)
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The centroid step motor angle of the transmission peak is the normalized calibration
signals weighted by the step motor angle range and summed from Oy ok t0 Oz pk given in
the prelaunch data base.

O M2,pk,L
E CDSmrm,L(e M, pk ’ m) -6 M, pk L

cps  _ OMm1pk,L
vapkvl- - 9M2’pk,L (437)

E CDS}orm,L(e M, pk m)
O M1,pk,L

The computed wavelength corresponding to the centroid step motor angle, Q ﬁ?ps,(,L , 1S

Aoet = %Sin@?n?Sk,L +0o L + AT 2)COSG +AT2) (4.3.8)

where m uses positive value (the same as follows) because Eq.(4.3.8) should have a
negative sign on the left side and m in actual use is negative.

If the monochromator parameters, 3. and 64, , are determined correctly, the k%'lfi will

equal the computed value ggymiym, pk L -

A least-square fit technique [17] is utilized to adjust b, and g, until the )\Cp'lfi best fits
M gidymium,pk L at @ number of peaks, Npea, in use. The following outlines the procedure.

Starting with the grating equation (see Eq.(4.3.8)), we assume that
C= 2AC05(I3|_ + A/Z), C,= Goff,L + A/2. (439)

Eq.(4.3.9) becomes
MA gioymium,pk,L = MAGR ] = C1-COC,-sinQ P8 | +C;-sinC,-coR 0% | (4.3.10)

In order to have a linear fit, set

a(1)- funq1) =C,-cosC, -sinQ ;7% | (4.3.11)
and
a(2)- fung2) = C, -sinC,-cosQ ;5 | (4.3.12)
where
a(l)=CycosC,; a(2)=C;sinC, (4.3.13)
fund1) =sinQ5 |, and fung2)=co S | (4.3.14)
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The result of linear fit by Q 55 | and MAgigymiupk L, 9ives a(1) and a(2) (see svdfit.fin

m.p
“Numerical Recipe”). From the Egs.(4.3.11) and (4.3.12), the two monochromator
parameters can be determined.

Ooff L = tan‘l(%) -% (4.3.15)
pL =cos™ al) - % (4.3.16)

2AcosQ off, | + %)

4.3.6 Normalize the MODIS detector signals by the reference SiPD signals

The purpose of the normalization is to eliminate the effects of the spectral shape of the
light source on the center wavelength and bandwidth measurements.

M SR_(b#,Ch# Oms m)scan,frame

MS&orm,L(b#’Ch#’eM ,m)scan,frame = SDS (8, m)
M 'scan, frame

(4.3.17)

This normalization is not proper because the SDS (0,M)scan frame INCludes not only the
spectral shape of the light source but also the spectral response of the reference SiPD.
Correction for the spectral shape of the reference SiPD is introduced in section 4.3.8.

4.3.7 Average the MODIS detector signals over the number of scans and
frames

1 N NErame

M SR\lorm,AV,L (b#1Ch# 0 M 1m) = M Sl:ﬁwrm,L (b#! ch# 0 M !m)Scan,Frame

scan * NErame T T

(4.3.18)

4.3.8 Convert the MODIS detector signals in terms of step motor angle into a
function of wavelength and further correct for the spectral responsivity of the
reference SiPD

The current monochromator parameters, 3, and B¢, resulting from converged values in
Eq. (4.3.15 and 4.3.16), are utilized in the grating equation to convert step motor angle to
wavelength of light from the SRCA

2A .
A= FS| NE y +0 4 JCOP | (4.3.19)
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The average normalized MODIS signal, MSR \orm av,L(0#,ch#,0y,m), is converted to
MSRnorm av L(0#,ch#A). After correction by the spectral responsivity of the reference
SiPD, Rgps(M), and the temperature-related effect, the normalized MODIS detector
signals are

MSR— (b#’Ch#’}\‘)= MSR\lorm,AV,L(b#1Ch#1}") ) RSDS(}")'(l"‘ ARSDs(}\ ,T) : (T _To))
(4.3.20)

where ARgps(A, T) is the temperature coefficient of the reference SiPD. T is the current
reference SiPD temperature which uses the temperature value measured at the secondary
mirror of the SRCA and T, is the temperature at which the Rgps(M) is measured.

Notice that the relationship in Eq.(4.3.19) is related to the lamp configuration. When
using Eq.(4.3.20) for a particular band, the same lamp configuration must be used
throughout the process.

4.3.9 Determine the center wavelength for each MODIS band

The center wavelength, A, of each MODIS detector is

Ao(b#)
;MSR(b#,ch#,x)-)\
A 1(b#)
Ao (b#)
2 MSR (b#,ch#,)\)
A 1(b#)

o (b#,Ch#) oyrren = (4.3.21)

4.3.10 Determine the center wavelength shift and current center wavelength

The center wavelength shift is the difference between the current center wavelength
measured by the SRCA on-orbit and that measured prelaunch by the SRCA in TV.

A)“c(b#!Ch#) = xc(b#ﬁh#)current - )“c(b#!Ch#)prdaunch (4-3-22)

The center wavelength measured by the GSE during TV testing is slightly different from
that measured by the SRCA due to the SRCA partial aperture filling. The difference is
assumed unchanged on-orbit. The center wavelength correction item is

AN (b#,ch#t) = A (b#,Ch#) g — A o (B#,Ch#) qren (4.3.23)

The center wavelength shift for a designated band is
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ch

The current center wavelength is

Ao (b#,ch#) = h (b#,Ch#) ey + Ay (0#, Ch#t)

The current center wavelength for a designated band is

1 Nen(b#)
A (b#) = 3 o (b# chit)

Nep (b#) 4
where N¢(b#) is the number of channels of band b#.

4.3.11 Determine the band width

Draft

(4.3.24)

(4.3.25)

(4.3.26)

The band width is defined here as the width between cut-in and cut-off wavelengths. The
Aeut-in @Nd Acueoe @re corresponding to the wavelengths where MODIS signal is at the
half maximum responses, 0.5MSR | (b#,ch#,\)max, for a band/channel. The band width is

AN(D#,Ch#) = A oot (D, CHE) = Ao, (DF#, Chi)

The band width for a designated band is

AN(b# LR, (o, chi
O Nem MY

(4.3.27)

(4.3.28)
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4.4 Uncertainty estimates
The uncertainty estimate is given in Table 4.4.1. The wavelength measurement accuracy
prelaunch is determined by the spectral resolution of the GSE( 0.33 nm). The center
wavelength will be measured using the SRCA in TV. An additional uncertainty of 0.32

nm will be the result.

Table 4.4.1 Uncertainty estimate of spectral calibration using the SRCA

Item | Description of error sources Uncertainty [ Band 8 case
1 GSE(1) 0.33 nm
2 | Transfer from GSE to MODIS (1) 0.32 nm
3 | Grating motor angle repeatability and non-linearity 6 arc sec. 0.08 nm

[5]
4 | Grating width error in manufacturing [5] 0.10 nm 0.05 nm
5 | Half included angle between entrance and exit slits, 0.28 nm
db, of +0.24° and grating motor offset, dq.s, of
+0.014° (2)

Total (at confidence level 1 s) 0.54 nm
Item Description of error sources Uncertainty
7.1 | Grating width error due to temperature change of 20K (1) 0.12 nm
7.2 | SRCA focal length 0.5 mm
7.3 | Difference in spectral responsivity of reference and 0.25%

calibration SiPDs

7.4 | Lamp output variation and drift 0.25%

7.5 | Limited sampling step determined by

algorithm

7.6 | Correction coefficient due to SRCA partial aperture no change

illumination

7.7 | Potential diverge in spectral response of the no change

reference/calibration SiPDs on-orbit

7.8 | Quantization and SNR 1/DN/ONo. averaged

(1) From SBRC
(2) These errors result from the uncertainties given in 7.1 -- 7.8. Error in b and qqs
subsequently cause error in wavelength through the grating equation.

The uncertainty of the center wavelengths for MODIS bands (1-19 and 26) is given in
Figure 4.4.1. The uncertainty increases significantly for band 5, 6, 7, and 26 because the
MODIS detector signal can not be normalized due to the lack of SiPD response in their
wavelength range. Wavelength uncertainty decreases with increasing diffraction order
utilized. However, these uncertainties will be reduced when using the center wavelength
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shift information in comparison with prelaunch results because the bias for the center
wavelength measurement due to the use of un-normalized the MODIS detector signals
will be basically canceled out. Although the two SiPDs are manufactured at the same lot
and the spectral response are well matched, we have no experience how the characteristics
may change on-orbit. Divergence of the reference SiPD characteristics from the
calibration SiPD’s will undoubtedly contribute uncertainty to the calibration.
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Figure 4.4.1 Uncertainty in spectral calibration using the SRCA

4.5 Description of input data set, output products, and quality control
4.5.1 Input data set

The database for input to the algorithm includes:

(1) The spectral transmittance of the didymium absorption glass,

Tdidymiumo\)
(2) The spectral transmittance of the three order-sorting filters, torger(A)

(3) The lookup table of grating angles vs. the grating motor steps,
0= f(step)

(4) The spectral response of the calibration and the reference SiPDs,
Reos(M) and Rsps(A)
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(5) The temperature coefficients for the reference SiPD in terms of wavelength
and temperature, ARgps(A, T)

(6) The correction coefficients for the SRCA partial aperture filling effect
in TV, AAy(b#,ch#)

(7) The center wavelength values for each MODIS solar reflective band in
TV, xc(b#ﬁh#)prelaunch

(8) Monochromator parameters measured prelaunch ( Grating width, A,
half included angle, B,, grating motor offset, 8¢, angular displacement
between main exit slit and didymium slit, A, the SRCA focal length, f, and
other structure parameters)

(9) Non-linearity coefficients for the SRCA calibration and reference SiPDs

(10) Signal thresholds for setting instability flags (DNs for MODIS detectors,
space count, the calibration and reference SiPDs)

(11) The spectral response of MODIS detectors, Ry ch(A)

4.5.2 Output products

(1) Center wavelength shift, A\ (b#,ch#), for each MODIS band/channel
(band 1-19 and 26)

(2) Band center wavelength shift, A (b#) and standard deviation.

(3) Center wavelength, A.(b#,ch#), for each MODIS band/channel.
(4) Band center wavelength, A.(b#) and standard deviation.

(5) Off-line products for science team evaluation are
" The cut-in and cut-out wavelengths, Acu.in (b#,ch#) and Agytout
(b#,ch#), at half maximum response for each MODIS

band/channel

" Band cut-in and cut-out wavelengths, A¢yt.in (0#) and Acyt.out (0#)
and standard deviation.
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" Trending of MODIS spectral calibration results, AA(b#,ch#) and
Ac(b#,ch#), using the SRCA

4.5.3 Data report format

The following data should be tagged to the output products:
(1) Date and time
(2) Lamp configuration

4.5.4 Quality control

(1) At the grating steps where the DN is low, the DN will be averaged over multi-
scans to improve the SNR (> 100).

(2) The flags will be set if: (to be modified after ground measurement data is
available)

2.1) The same as items (2.1) - (2.4) in 3.4.4.

2.2) The feedback, reference, and calibration SiPDs are claimed as dead if DN,y <
1.3 DNgak + 3 S.

2.3) The temperature of the reference/calibration SiPD is out of range of
characterization ( < 15°C or > 35°C).

2.4) The reference/calibration SiPDs are saturated if DN > 4095.

2.5) The monochromator parameters, db > 0.5° and g > 1 step.

References

[1] “MODIS-N SRCA baseline design”, SBRC Internal Memorandum, PL3095-Q01118,
by E. Johnson, May, 1992.

[2] “Optical design of the MODIS-N SRCA”, SBRC Internal Memorandum, PL3095-
Q01117, by C. Welis, May 1992.

[3] “SRCA motor requirements (and operational scenarios”, SBRC Internal
Memorandum, PL3095-Q01474, by E. Johnson, Aug. 1992.

[4] “Simulation of MODIS SRCA spectral calibration”, SBRC Internal Memorandum,
PL3095-N01778, by J. Lanstng, Nov. 1992.

[5] “SRCA spectral measurement accuracy”, SBRC Internal Memorandum, PL3095-
Q02020, by E. Johnson, Jan. 1993.

[6] “MODIS MCST calibration presentation”, SBRC, Mar. 1993.

[7] “SRCA tolerance analysis”, SBRC Internal Memorandum, PL3095-Q02340, by E.
Johnson and R. Kebo, Mar. 1993.

[8] " Critical design review for the Moderate Resolution Imaging spectroradiometer
(MODIS)”, SBRC, Jan. 1994,

[9] “Preliminary MODIS spectral response curves”, GSFC, NASA, Jun. 1994,

46



Draft

[10] “Polarized Source Assembly (PSA) simulation modeling”, SBRC Internal
Memorandum, PL3095-N04230, by J. Young, Sep. 1994.

[11] “SRCA spectral calibration methodology”, SBRC Internal Memorandum,
PL3095-N04744, by J. young, Mar. 1995.

[12] “ATBD for MODIS level 1B algorithm”, MODIS algorithm team (MAT), Dec.

1994,

[13] “Software Requirements Specification for the MODIS Level 1B Software
System”, P200-CD-001-001, MODIS Characterization Support Team, June 15,
1995.

[14] “MODIS operations concept document [M0007]”, by K. Parker and Ed. Knight,

Nov. 1995.

[15] “MODIS level 1B Algorithm Theoretical Document 1995 [MOD-02]”, M. Jones, H.
Montgomery, R. Veiga, D. Knowles Jr., N. Che, and L. Goldberg, Dec. 1995.

[16] “SRCA grating motor data”, SBRS Internal Memorandum, PL3095-Q05520, by E.
Johnson, Nov. 1995.

[17] “SRCA spectral calibration algorithm”, SBRS Internal Memorandum, PL3095-
Q05661, by R. Osgood, March. 1996.

[18] “Response to GSFC questions regarding MODIS OBCs”, SBRS Internal
Memorandum, PL3095-Q05738, by E. Johnson, Apr. 1996.

[17] “Response to SRCA questions from GSFC”, SBRS Internal Memorandum, PL3095-
Q06002, by E. Johnson, Aug. 1996.

47



Draft

5. The SRCA in spatial mode

5.1 Physics of problem

The 490 detectors for the 36 MODIS bands are located on four different focal planes.
Their positions need to be measured on-orbit in order to determine their relative
registration to each other and their ground footprint locations. Possible detector position
shifts require measurement of the spatial position on-orbit.

Figure 5.1.1 is the layout of the four focal plane assemblies (FPA). The band number is
marked under the detector arrays for each band. The scan and track directions are marked
at the corner for each FPA as S and T, where S stands for along-scan and T for along-
track. The relative positions along track of the bands in the four FPAs are shown in
Figure 5.1.2. The actual location of the detectors along-scan relative to the left edge of
band 32 is called Frame of Data (FD) in 1-km IFOV units. The band number is marked
directly over the detector in the figure. Coregistration is achieved along scan for all bands
by buffering the samples and time shifting them such that the reported samples will be
coregistered along-scan for all bands The four FPAs are spatially coregistrated in the
along track direction, but they are shown spread out in the figure for clarity. Also, band
32 has all of its detector laid out in the figure to show typical relative positions of the
detectors within a band.

The spatial location accuracy of the MODIS ground footprint has two aspects: (1) the
accuracy of the geolocation for a single reference band, and (2) the accuracy of the shift of
other bands relative to the reference band. The geolocation for a single reference band will
be provided by SDST and its accuracy will be improved during the A&E phase by
removing biases. The SRCA will measure the MODIS detector position shift both along-
scan and along-track on-orbit to determine the relative position of the MODIS
bands/channels.

Pre-launch, GSE measures the MODIS relative detector positions along scan and along
track of each MODIS detector. Based upon the measured relative detector position data
the band-to-band percent registration will be determined prelaunch and compared with the
specification. The GSE measurement resolution of the relative detector position is
expected to be 1/40 of the detector size. Nearly at the same time when the GSE makes
relative position measurements, the SRCA will measure the relative position along-scan
for each detector and only the centroid position along-track for each band.

The detector (band) relative position measured by GSE and by the SRCA in TV may

differ slightly due to the SRCA partial aperture filling. Correction values for the
difference will be measured prelaunch. The SRCA measures the relative detector (band)
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shift on-orbit. From prelaunch to on-orbit there could be relative shifts between the focal
planes along scan and along track but the relative shifts between detectors within a focal
plane should be negligible. The relative position difference measured by the SRCA
between the prelaunch and on-orbit gives the detector (band) shifts. After correction for
the GSE/SRCA bias measured prelaunch the on-orbit detector(band) positions are
determined. On-orbit registration may be computed to check for specification compliance.
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Figure 5.1.3 SRCA reticle patterns for spatial calibration

When the SRCA is in the spatial mode, the SRCA IR source, which is a heat resistance, is
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powered to 390K + 5K. Four SIS lamp configurations are used: 3-10W, 2-10W, 1-10W
and 1-1W. A diachronic beam combiner in the filter wheel is selected, which combines
the VIS/NIR /SWIR beam from the SRCA SIS with the IR beam from the thermal source.
The spatial calibration covers most of the MODIS bands. If two or three bands are
saturated the position for these bands can be determined by interpolation based upon the
GSE measurement results.

In the monochromator portion of the SRCA (See Figure 2.1), the plain mirror is in
position. The monochromator becomes a relay collimator. As various lamp combinations
are introduced, the reticle motor alternately locates the along-scan reticle (5" 1 km IFOV
in the along-scan direction and 12~ 1 km IFOV in the along-track direction) and the
along-track reticle (See Figure 5.1.3) into the optical path. The reticles, illuminated by the
light sources, are imaged onto the MODIS focal planes. The reticle images are scanned
across the MODIS detectors as the MODIS mirror rotates.

When the spatial calibration is for along-scan, the signals are sampled at a number of
frames for each of a set of electronic sampling phase-delay settings. Those signals are
sampled when the leading edge and the trailing edge of the along-scan reticle are located at
a variety of known positions relative to the detectors for all bands. The signals provide
the data for determining the relative position and shifts of the detectors (bands) on-orbit.

The along-track reticle is unique in shape (See Figure 5.1.3). There are four square
openings. The four openings have a size of 2.75 IFOV (1 km) in along-scan direction and
1.5 IFOV (1 km) in along-track direction. The two right openings, marked as 3 and 4, are
shifted up by 0.5 IFOV (1 km) relative to the two left openings, marked as 1 and 2, and
the two upper opening are shifted from the two lower openings by 3.25 IFOV (1 km).
Thus, multi-detector can be partially or fully opened or shaded by the four apertures.
Processing of these data allows determination of the centroid position shift along track of
a band.

5.2 Implementation of spatial calibration

When the SRCA is in spatial mode, a single 10W lamp and the IR source will be turned on
to verify whether the SRCA is properly configured. The verification includes a check of
lamp current, voltage, detector signals, the IR source current and temperature.

The spatial calibration is implemented by stepping down through the following four
lamp configuration: 3-10W, 2-10W, 1-10W, and 1-1W while the IR source is on. In the
same way as in the radiometric calibration, the 2-10W lamp configuration uses different
lamps from the 1-10W lamp configuration for saving the life of the 1-10W lamp. The
along-scan and along-track reticles will be alternately flipped into the optical path.
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The reticle can be treated as a bright target on the ground because the reticle is placed at
the focal plane of the SRCA collimator. When the scan mirror rotates, the detector
footprint scans across the reticle and generates the calibration signals. The projected
reticle is also drawn in Figure 5.1.2 for understanding the relative positioning purpose.
However, the position of the projected reticle is randomly drawn in along-scan direction
because the data from each detector is lined-up and it does not matter where the projected
reticle is drawn in the along-scan direction.

The number of frames of Earth View data is 1354 for all Bands 1-36. There are three
different types of frames of data corresponding to the 3 different IFOVs (0.25 km, 0.5
km, and 1.0 km resolution detectors). The 0.25 km, 0.5 km and 1.0 km bands have

4" 1354 samples, 2" 1354 and 1" 1354 samples for each scan across the earth. SBRS
defines a "frame" to be the data covering a 1-km IFOV. This leads to a natural indexing
arrangement for all 36 Bands (frame, sub-sample per frame) with frame going from 1-
1354, and sub-sample per frame (SSPF) going from 1-4 for bands 1-2, 1-2 for bands 3-7
and 1-1 for bands 8-36. This applies appropriately to all bands.

When the SRCA is in spatial mode, the output data for all bands are co-registered (lined-
up). Ten effective frames of data are collected for each band. Similar to the case in earth
viewing, the 0.25 km, 0.5 km, and 1.0 km bands have 40, 20, and 10 samples collected
respectively when the SRCA reticle is being scanned.

The operational orders of along-scan and along-track are reversed when the lamp
configuration changes to minimize reticle motion. The procedure and the corresponding
bands to be calibrated are listed in Table 5.2.1.

In the Table 5.2.1, Ngampie is the effective numbers of samples in spatial calibration. Since
the reticle has a width of five IFOVs (1 km), the maximum number of frames of data (1
frame of data equals to 1 km IFOV in size) is seven. Including some margins on both
sides, Nyrame IS Set to ten, corresponding 40 samples for 0.25 IFOV bands, 20 samples for
0.5 IFOV bands, and 10 samples for 1 km IFOV bands). Nphase is the number of phase-
delays. This number equals to six and is the same for all detectors. The phase-delay
setting is 0.0 IFOV, 0.2 IFOV, 0.4 IFQV, 0.6 IFOV, 0.8 IFOV, and 1.0 IFOV. The
phase-delay setting of 1.0 IFOV should have the same signal as phase-delay setting of 0.0
IFOV for the next frame number. This provides a consistence checking. However, the
data for the phase-delay of 1.0 IFOV is skipped in the calculation of the centroid position
and its shift.

Table 5.2.1 Implementation procedure of the spatial calibration using the SRCA

No. Lamp Reticle pattern Number of sampling Band to be
configuration (Sample x phase- calibrated
delay)
1 3-10W along-scan Nsampte X N phase 3,8,9
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IR source along-scan Nsample X N phase 20-25, 27-36
2 3-10W along-track N sample 3,8,9

IR source along-track N sample 20-25, 27-36
3 2-10W along-track N sample 1,4,10
4 2-10W along-scan Nsample X N phase 1, 4,10
5 1-10W along-scan Nsample X N phase 2,11
6 1-10W along-track N sample 2,11
7 1-1W along-track N sample 5-7,12-19, 26
8 1-1W along-scan Nsample X N phase 5-7,12-19, 26

5.3 Mathematical description of the algorithm to determine the relative
position of each MODIS detector in the along-scan direction:

Data will be collected for a number of scans, Nan, for two mirror sides, Ng;q.=2, for an
effective number of samples, Ngampie, , and for a number of phase-delays, Nppase , for each
MODIS band/detector.

The DN values are pre-corrected for space count bias, scan angle effect, detector non-
linearity, temperature effect of the detector response and mirror reflectivity (as a function
of mirror side and scan angle). However, the signals for each mirror side must be
processed separately due to possible un-parallel mirror sides in the along-scan direction.

5.3.1 Determine Aperture Response Function along-Scan (ARFS)

The data average over number of scans for each sample, phase-delay setting, and mirror
side for each detector is called the Aperture Response Function along-Scan (ARFS).

Nscan

DN, (scar¥t, samplé, phase?,side?)
ARF S o, (samplé, phaset,sidet) = ==

N

scan

(5.3.1)

where subscript b is band number, ch is the channel number; sample# is sample number
(1-40 for bands 1 and 2; 1-20 for bands 3-7; 1-10 for bands 8-36); frame# is the effective
frame number whichis from 1 to10 for all bands. Nsspr is the number of sub-sample per
frame. SSPF# is sub-sample per frame number. phase# is the phase delay setting
number from 0-5 corresponding to phase-delay setting of 0, 0.2, 0.4, 0.6, and 0.8 IFOV,
scan# is the scan number, side# is the mirror side number, and Ny, is the number of
scans for averaging. The relationship between sample# and frame# and SSPF# is
sampléf= (frame#-1)- Ngor + SSPF#

5.3.2. Determine the Combined ARFS (CARFS).
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The CARFS is the combined or interlaced data values for all the frames and phase-delays
according to the location of the sample on the FPAs.

Define X as

X =FD +(sample#-sample_size - 1) + delay#- phase _|length (5.3.2)
FD (km) is the nominal location along scan of a detector in band b relative to the left edge
of band 32. X (IFOV) is the nominal location along scan of sample # of band b relative to
the left edge of band 32 at its 1st sample (See Figure 5.1.2 and Table 5.3.1). The
sample_size is one (1-km IFOV), half (0.5-km IFOV), or quarter (0.25-km IFOV). The
delay# is zero to four and the phase-delay length, phase_length, is 0.2.

When the detectors take samples, the signal, called Combined Aperture Response
Function along-Scan, for band# of b, channel# of ch, and mirror side of side# is

CARF§ 4 (X,side#) = ARF§ ,(samplé#, phase?, side?) (5.3.3)
A CARFS curve is shown in Figure 5.3.1.

5.3.3. Calculate the spatial center value for each MODIS detector

The first moment of CARFSy, ¢, gives the spatial centroid position of a detector.

ECARFgm(x,side@t)-x

Nframe

<X >} chgde = SiZ€ -PSh ¢ (5.3.4)
ECARF%Ych(X,Side#)

Nframe

where IFOV is IFOV value (km). PST,, is the frame number that the center position is
away from its edge to count frame along-scan (2.625 for 0.25 km IFOV bands, 2.75 for
0.5 km IFOV bands, 3.0 for 1 km IFOV bands). The (X} is the relative positions of

detectors within their focal plane arrays (FPAS).

Table 5.3.1 shows the relationship between number of sample, X value, and (X) value

during SRCA operation for all 36 MODIS bands, including the 2 pairs of time delay
integration (TDI) bands 13’, 13 and 14°,14.

Suppose that a detector is shifted towards FD decreasing direction. In that circumstance,
the signal will increase for the same X value for the left part of the CARF and decrease for
the right part of the CARF because the aperture opens a greater/smaller area for that
detector. the CARFS curve shifts towards -X direction as showing in Figure 5.3.1

in result of smaller {(X). Comparing to prelaunch (X}, a shift of (X} is given which

indicates the real position shift in the its FPA.
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Table 5.3.1. X value and number of samples for SRCA data

Band Resolution Number of FD value* X value (start) | X value (end)
(km) Sample
1 0.25 40 14.875 14.875 24.675
2 0.25 40 13.125 13.125 22.925
3 0.5 20 14.75 14.75 24.55
4 0.5 20 11.75 11.75 21.55
5 0.5 20 14.25 14.25 24.05
6 0.5 20 15.75 15.75 25.55
7 0.5 20 18.25 18.25 28.05
8 1 10 17.5 17.5 27.3
9 1 10 20.5 20.5 30.3
10 1 10 23.5 23.5 33.3
11 1 10 8.5 8.5 18.3
12 1 10 5.5 5.5 15.3
13 1 10 10.5 10.5 20.3
13 1 10 9.5 9.5 19.3
14 1 10 18.5 18.5 28.3
14 1 10 17.5 17.5 27.3
15 1 10 20.5 20.5 30.3
16 1 10 23.5 23.5 33.3
17 1 10 25.5 25.5 35.3
18 1 10 6.5 6.5 16.3
19 1 10 4.5 4.5 14.3
20 1 10 115 115 21.3
21 1 10 9.5 9.5 19.3
22 1 10 6.5 6.5 16.3
23 1 10 4.5 4.5 14.3
24 1 10 23.5 23.5 33.3
25 1 10 25.5 25.5 35.3
26 1 10 20.5 20.5 30.3
27 1 10 20.5 20.5 30.3
28 1 10 23.5 23.5 33.3
29 1 10 26.5 26.5 36.3
30 1 10 29.5 29.5 39.3
31 1 10 3.5 3.5 13.3
32 1 10 0.5 0.5 10.3
33 1 10 16.5 16.5 26.3
34 1 10 13.5 13.5 23.3
35 1 10 10.5 10.5 20.3
36 1 10 7.5 7.5 17.3

Note*: In ideal detector layout situation. The value is counted from the center of the
detector, the <X> value equals to FD value for the first frame and zero phase-delay.
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Figure 5.3.1 CARFS(X) profile

5.3.4 Calculate the MODIS detector shift along-scan

The detector shift is the difference between the spatial centriod position of the detector
on-orbit, (X), ., , and that prelaunch, (X), . .. The detector shift is averaged over

mirror sides.

bch !

(X pen. 1= Xbehoa) * XD pen 2 = XKD eno2)

bch = > (5.3.5)

(AX)
The (X),, is positive if the detector shifts towards the scan direction.

We notice that the effect of unparalleled mirror sides has been avoided in determining the
shift between prelaunch and on-orbit.

5.3.5 Calculate the current detector position along-scan

The prelaunch spatial position difference, (AX) measured by the GSE and the

b,ch,o’
SRCA is
(AXYp o = ((X)bcho,1ese = {XDp ch 015 ) ';«x)b,ch 02,65 ~ {Xbcho2.5rca ) (5.3.6)

The current on-orbit detector position along-scan is

<X>b,ch = (X)b,ch,o + (Ax>b,ch + (Ax)b,ch,o (5.3.7)
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5.4. Mathematical description of the algorithm to determine centroid position
for each MODIS band in the along-track direction

For along-track spatial calibration data collection is the same as that for along-scan except
that there is no phase-delay change for the along-track direction.

The signals for each mirror side must be separately processed due to possible un-parallel
mirror sides in along-track direction.

A feature of the along-track algorithm is the introduction of spatial coordinate
transformations for each of the four openings. These transformations cause the signals
through the four apertures to coincide spatially in such a way to determine the centroid
value. We will detail that in the algorithm.

When the image of the along-track reticle scans across the detectors, some of the detectors
will be fully illuminated , some will be partially illuminated, while the rest will be totally
dark (covered) (See Figure 5.1.3). Unlike the along-scan situation, the along-track has
only a single fixed phase-delay for each Focal Plane Assembly (FPA). That means there
will be only one data sample per frame position. The phase delay will be adjusted such
that the seven to eight effective samples (for 1 km IFOV) will be symmetrical with
respect to data coverage about the reticle centerline.

Using the entire set of samples to determine the centroid position along-track, a method
similar to the Aperture Response Function along-Scan, is not appropriate because of the
limited data set, especially for the 1-km IFOV case. Instead only one data sample be used
for each of the four apertures. The band centroid position along-track is determined by all
detector signals of a band weighted by the edge positions along-track, Yy cp.

Reticle

_————

< Reticle image scan direction

®
© .

Figure 5.4.1 DN value in one scan of the along-track reticle
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The single sample data used in calculation of the centroid position must correspond to a
reticle position such that the reticle is located where the detector is fully illuminated in
along-scan direction (not necessary in along-track direction) and the detector has a
“stable” signal. A *“stable” signal is defined such that the electronic integrator is not in
signal transitional stage but at a “stable” stage. The photon flux upon the detector does
not change during the integration period for a “stable” sample. As an example, Figure
5.4.1 shows the signals for a single detector (1-km IFOV) as a function of sample number.
In the figure the arrow marked “L” is the sample fully illuminated through the left
aperture and is expected to have a “stable” DN and the arrow marked “R” is the same but
illuminated through the right aperture. The two DNs are the data points utilized for
determining the band centroid position along-track for that detector.

5.4.1 Using the MODIS along-scan response to correct the non-uniform output of
the SRCA

A flat fielding correction must be utilized as a preprocess to eliminate the effect of non-
uniformity of MODIS channel responses to the SRCA output on the band centroid value.
The correction requires the MODIS DN values, when illuminated by the SRCA with
the along-scan reticle in place. The algorithm is as follows:

5.4.1.1. Find the average DN, DN sgrcamax(D,ch), of three highest DN values over a scan
for each channel. The methodology is the same as in radiometric calibration where the
average DN is determined.

5.4.1.2. Calculate the average value of DNsgcamax (b,ch) over a band

1 Na®
DNSRCA,av(b) = E DN SRCA,max (b,Ch) (5.4.1)
Nch (b) ch=1

5.4.1.3. In order to zero-out the weight due to the non-uniform response of MODIS

channel/band to the SRCA, the correction coefficient is
DNSRCA av (b)
C b,ch) = ' 54.2
SRCA( ) DNSRCA,max (b'Ch) ( )

5.4.1.4. For any DN in along-track calibration, the corrected DN is
DNgrea (b,ch) = Cqrea (b,ch)- DNgrea (b, ch) (5.4.3)

5.4.2. Average DN over number of scans:

: 1 & _
DN, ¢, (ds,side) = —— E DN, ¢» (Scan,ds,side) (5.4.4)
scan scan=1
where ds is sample number and side is scan mirror side number.
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5.4.3. Find the maximum DNy ¢, max(Side) over the effective number of scans

If DNy chmax(Side) is less than dark DN plus three times the expected noise DN i,

DNy ch darkt3(DNnoise), that means this channel is not illuminated through the reticle
aperture. We set DNy, . (side) and DNy, o r(Side) to zero and jump over to the next step,
5.4.4.

5.4.4. Pick up two sample DNs.
The two samples are located at the full open position by the left and right apertures
respectively and "stable” DNs are achievable. The strategy for determining the two

samples, DNy cn . and DNy cn g , differs depending upon detector size.

5.4.4.1 For bands of 1km IFOV

5.4.4.1.1. Find the maximum DN for each detector over ten effective sample numbers
(sample position, see Figure 5.4.1). The corresponding sample number is named df ..
The first effective sample number starts one frame before the reticle begins to
illuminate this band. The DN of the sample number df . Serves as the first data point
for that detector while the second data sample is located two or three samples away
from the df .

5.4.4.1.2. Determine the number of frames which separate one data point from the
other for a designated band.

5.4.4.1.2.1. Calculate the maximum DN over frames and channels, DN (b).

5.4.4.1.2.2. Count the frequency of the frame numbers for which the DN is
greater than 0.4" DN ax(b).

5.4.4.1.2.3. The separation of the two frame numbers with highest frequency is
named cnt100.

5.4.4.1.3. In order to determine whether the second data sample is located on the left
or on the right side of the df,,, we compare the DNs for the sample number dfy,4-3
and dfj,.+3. Since one of them must be fully covered by the reticle (no light), the
sample number with greater DN, corresponding to the second data point, is selected
and named df;,, (complementary to dfy,.).

5.4.4.1.4. If dfyy,, < dfinax: Then the data sample value, when the detector is
illuminated through the left aperture, DNy, ., (Side), equals to DNy, ¢ (dfax-
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cnt100,side); and the data sample value, when the detector is illuminated through the
right aperture, DNy, o r(Side), is equal to DNy, ¢ (dfiax.Side).

In contrast, if dfcyp > dfiax, DNy (Side) = DNy cn(dfinax,side) and DNy ¢ r(Side) =
DNbych(dfmax+cnt100,side).

The flowchart is shown in Figure 5.4.2 (for simplicity, “side” has been omitted in the
DN expression, it is also omitted in the following flowchart).

Determine the frame number corresponding to the maximum
DN , dfnax , over 10 active samples

’

Determine the frame distance between the two data points, cnt100

|

DNb,ch (dfmax's) > DNb,ch (dfmax+3) 7

No l l Yes

Data point for the left aperture: Data point for the left aperture:
DNb,ch,L(dfmax) DNb,ch,L(dfmax-Cntloo)

Data point for the right aperture: Data point for the right aperture:
DNb,ch,R(dfmax'l'CnthO) DNb,ch,R(dfmax)

Figure 5.4.2. The flowchart for picking up data point pair for a typical scan (1- km
IFQV case)

5.4.4.2 For bands of 0.5 km IFOV

For the 0.5 km IFOV the number of data samples is doubled comparing to 1-km IFOV
case. If during a scan a detector is illuminated through one of the apertures in the
reticle then there are at least three samples which are fully illuminated through the left
and another three samples which are illuminated through the right apertures with
“stable” DNs. The algorithm will determine the location of the left three samples and
the right three samples. Then the average of one of the sets of three DNs give the
DNy (side) and the average of the other set of three DNs gives the DNy, ¢ r(Side).

The method of determining two sets of three-fully-illuminated samples is to compare

the sums of the two standard deviations. If the sum of the standard deviation of the
two DNs corresponding to the two three-fully-illuminated samples is minimum, we
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can say that the DNy ¢, (side) and DNy, ¢, r(side) are what we need for the calculation
of the band centroid position. The procedures are as follows:

5.4.4.2.1. Find the maximum DN for each detector over twenty effective sample
numbers. The corresponding frame number is df ..

5.4.4.2.2. Pick up five sequential data samples, from df .2 to dfi . t2.
5.4.4.2.3. Calculate the standard deviations for three groups of data:

0, =td[ DNy g, (ff  +1 + J,5ide),J = -3t0 - 1] where I=1,3  (5.4.5)

Notice that df,,., must be one of the data in each data group.

5.4.4.2.4. Find the group number, I,,, with the minimum standard deviation among the
three ss. The average sample number, df,,, of the three equals to df,,. The reason for
calculating the average sample number is to determine whether a group of data belongs
to the left aperture or to the right aperture.

5.4.4.2.5 Notice in Figure 5.1.3 that the detector number 16 is fully illuminated through

the along-track reticle. We need to find the sample number which divides the left
aperture and right aperture.

" Find the maximum DNy, ¢, (df,side), DNy, ¢ max(Side), over number of samples for
the selected channel.

" Pick up all sample numbers with DNs greater than 0.3 DNy ¢ max(Side). The
average of these sample numbers is the center and is named dfy, ¢ .ir(Side). The
default value is 9.

5.4.4.2.6. If dfy,, is greater than dfy, ¢, r(Side), the sample df,, is illuminated through the
right aperture; otherwise, the sample df,, is illuminated through the left aperture.

The second group of standard deviations, six samples away from the sample number in
5.4.4.2.3, needs to be calculated.

If df,y > dfiycn oo (Side):
o'y = std[ DN, g, (of i + 1 + J,5id€),J = 810~ 6) |, where 1=1,3  (5.4.6)

If dfy, < df o cir(Side):
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0"y = std] DNy g, (of i + 1+ J,5idl€),J = 2t0 4)], where 1=1,3  (5.4.7)
5.4.4.2.7. Calculate the sum of three groups e S o v case 1 oo
of standard deviations p Z} .
800 {W\/ X/ik**‘wm -
B \ g =—— Jre s
Ogmy =0, + O, (5.4.8) z : \\\
400 // 4\\
- - A 4 h
5.4.4.2.8. Find the value I for which ogym | 0 Ll . L 4
(1=1,3) is minimum and call it Igp. Active sample number

The initial data sample for which DN is to be
included in the average is
df;,=df, +1gp-4 (5.4.9) Figure 5.4.3. DNs as a function of
effective sample number for two
typical detectors of 0.5 km IFOV

5.4.4.2.9. The two DN values for the data points needed are
If df,, < dfycn or(Side):

. 132 _
DNycn (SidE) = 3 E DNy ¢, (df i +k,side)
K=0

2
DN b,ch,R (Sl de) =_; E DNb,Ch (dflnl + k+ 5,S| de)
K=0

If dfy, > dfch c(SidlE):

DNy en (side) =

wlp

2
Y DNy, (df i +k - 5,side)
K=0

. 132 _
DNp e (side) = 3 E DNy ¢, (df iy +k,side)
k=0

(5.4.10)

(5.4.11)

(5.4.12)

(5.4.13)

Figure 5.4.3 shows the DNs as a function of effective sample number as the along-track
reticle scans across a detector. The flow chart for determining the data pair is shown in

Figure 5.4.4.
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Determine the sample number corresponding to the
maximum DN . df.... . over 20 effective samoles

\

[ Pick up 5 sequential data samples : df,,, -2 to df,+2 |

4

Calculate std. dev., s; to s34, corresponding to the 3 data

groups: (1) df a2 t0 df e (2) dfiay-1 to df 1, (3) dfi i tO
df...+2 and calculate the average data frame value of each group.

v

Find the group number, 1,,, with min. std. dev. and
correspondina averaoe data sample value. ds...

use channel 16 to determine
the dividing sample number,
dsy chetr» fOr the left and

3
!If df.,<=df, o or ? Li right apertures

l Yes L No

another 3 data groups: (1) df . +4 to df,,+6, (2) | [another 3 data groups: (1) dfin.,-8 to dfya-6, (2)
df a5 to df 7, (3) dfi+6 to dfi+8 dfinax-7 10 A5, (3) dfian-6 10 dfe-4
v v

Calculate the sumof s; +s¢, s, +s6, S5 +
s@. Find the group number, lgp, with min. std.

b

Initial data sample
CIfini :dfmax+|GP'4

l l

1 2
DNb,ch,L = égDN b,ch(dfini + k) DNb,ch,L =

N

DN, (df,, +k— 56)

Wk wle

1 2
DNp,ch,r = 3 QDN b.ch (Afini + K +5) DNychr =

=}
2

E DNy o (dfin + k)

K=0

Figure 5.4.4. The flow chart of determining data pair (0.5 km case)
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5.4.4.3 For bands of 0.25 km IFOV

The methodology is the same as for the 0.5 km IFOV case except the number of samples
for averaging. If during a scan a detector is illuminated through one of the apertures in the
reticle then there exists at least eight fully illuminated samples for each aperture.
Considering the possible FPA rotation and magnification change, we average six fully
illuminated samples for each aperture. The procedures are listed as follows:

5.4.4.3.1. Find the maximum DN for each detector over forty effective sample
numbers. The corresponding sample number is df .

5.4.4.3.2. Pick up eleven sequential data samples, from df;,,,-5 t0 dfi,at5.

5.4.4.3.3. Calculate the standard deviations of six groups of data:
0y = Std] DNy (df i +1 +,5id€),J = -6 10— 1)] where 1=1,6  (5.4.14)

5.4.4.3.4. Find the group number, I,,, with the minimum standard deviation of the six
ss. This averaged sample number, df,,, of the six rounds up to the integer df;a-4+1,,.

5.4.4.3.5. Notice that there are more detectors which are fully illuminated through the
along-track reticle (left and right apertures). In order to find the sample numbers
corresponding to the dividing line of the left and right apertures, only one of these
channels is used. We use detector 30. The method is the same as for 0.5 km IFOV
case.

" Find the maximum DNy, ¢,(df,side), DNy, ch max(Side), over number of effective
samples for the selected detector.

" Pick up all sample numbers with DNs greater than 0.3~ DNy, ¢, max(Side). The
average of these sample numbers is named dfy, ¢, i (Side). The default value is 18.

5.4.4.3.6. If dfy,, is greater than dfy, ¢, «(Side), the sample df,, is illuminated through the
right aperture; otherwise, the sample df,, is illuminated through the left aperture.

The second group of standard deviations, eleven samples away from the sample
number in 5.4.4.3.3, needs to be calculated.

If dfav > dfbychyctr(Side):
o'y = St DNy, g (0 + 1 +3,51d€),J = ~17 to-12) |, where 1=1,6  (5.4.15)

I dfy < df g oy (Side):
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o'y = std] DNy g, (of  + 1+ 3,5idl€),J = 510 10) | where 1=1,6  (5.4.16)

5.4.4.3.7. Calculate the sum of six groups of standard deviations

0sum,l = 0-I +0 |

(5.4.17)

5.4.4.3.8. Find the value I for which ogm  (1=1,6) is minimum and call it I gp.

The initial data sample number is dsSj,=0Smaxtcp-7.

Determine the sample number corresponding to
the maximum DN , df,, , over 40 effective samples

|

Pick up 11 sequential data samples: df . -5 to dSmax+5

d

Calculate std. dev., s; to sg, corresponding to the 6 data groups:
(1) df -5 to df ay, (2) dfpa-4 to df ot 1.... (6) dfja to dfat5

anAd ~ralniilata tha aviarana Aata camnla valiin Af nach Aran

|

Find the group number, I, with min. std. dev.
and corresponded averaae data samole value. df..

l

use channel 25 to determine the
dividing sample number, dfy ¢, ctr,
for the left and right apertures

YeS  [Ifdfy<=dfyeror ? |

l LNo
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Calculate std. dev., s¢ to s, corresponding to Calculate std. dev., s¢ to s, corresponding to

another 6 data groups: (1) df,+6 to df,,+11, (2) [ |another 6 data groups: (1) df,.,-16 to df.-11, (2)
df__+7 to df__+12 (AN df__+11 to df__+168 df__-15todf__-10 (A df__-11 to df__-A

Calculate the sum of s; + s@, s, +sG,...... ,Sg +
a®  Eind tha arniin niimher 1. with min _ctd dav
v
Initial data sample
dfinizdfmav+ll‘:|3-7
v l 1 v
13 13
DNy ch,L =5 Z DNy cn (dfijni +K) DNy = 5 DN, o, (df; +k — 11)
=0 =0
1 1
DN chr = r Z DN pcn (dfin + Kk + 11) DNpchr = S 2 DN o (dfi +k)
=) K=0

Figure 5.4.5. The flowchart of determining data pair (0.25 km IFOV case)

(9) The two DN values for the data points needed are

If dfy, < dfb,ch,ctr(Side):
5
DN e (308) = = DN, (o +K,Sice) (5.4.18)
K=0
5
DN b,ch,R (SI de) =é- E DN b,ch (dfini +Kk+ 11,S| de) (5419)
K=0
If dfy, > dfy, cn cr(side):
5
DNy e (side) = —é E DNy ¢, (df;; +k—11,side) (5.4.20)
K=0
: 1 _
DNy, (Side) = 3 E DN, o (off i + k,Side) (5.4.21)
K=0
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DNs when the along-trk reticle scans
0.25 km IFOV case
1200 I [Average over six dat:
1 |fnr h opening
1000 / A ! / \
/ |
I f
800 |Detector #28 ‘ l \.
Y
e
z ! p 1
5 o j i \
100 f _[ | | [Petector #24
L r | |
200 ‘f/-/ | l
0 ]
[}] 10 20 30 40
Activer sample number

Figure 5.4.6. DNs as a function of effective sample number for two detectors of 0.25
km IFOV

Figure 5.4.5 is the flowchart for determining the data pair for the 0.25 km IFOV case.
Figure 5.4.6 shows DNs as a function of effective sample number when the along-track
reticle scans across two detectors of 0.25 km IFOV.

5.4.5. Determination of the weighted phase position for each detector, Yy

Table 5.4.1 shows the detector / aperture combination for each of the four apertures. The
table also gives a coordinate transformation associated with the distance between the four
apertures. The transformation, expressed as Yy, ¢, causes the centroid of the four

apertures to coincide.

Table 5.4.1. Yy, values

Left aperture Right aperture
Detectors from 1 to aperture 1: aperture 1:
6/IFOV Yb,ch,L =ch- IFOV Yb,ch,R: ch- IFOV +0.50
Detectors from 1+6/IFOV aperture 1: aperture 1:
to 10/IFOV Ypeho =cCh - IFOV - 3.25 Ypchr=Ch - IFOV -2.75

where ch = channel number, IFOV = IFOV (km).

It should be noticed that the Y coordinates established here is in the opposite direction of
along-track. The smaller the channel number, the lower the Y value.
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When the band is shifted in along-track direction, the (Y), must have the same direction
and value for that shift. Table 5.4.2 gives a simple example to show that the {Y), gives

the real shift value along-track. In the table, the Yy, is calculated by Table 5.4.1. The
data in column 3 is called dn which equals to 1 for simlicity if the detector is fully
illuminated by the aperture. The data in column 5 is that the detector is shift along-track
for 0.1 IFOV. In that circumstance the dn value changes. The last row is {Y), which is

calculated by Eq. (5.4.22). The (Y), gives the real shift value of the band.

Table 5.4.2° An example showing the (Y),_ gives the real shift along-track

| Origin position | Shift along-track for 0.1 IFOV
Channel | Yy dn | Yemedn | dn | Yynedn
Left aperture
1 1 0 0 0 0
2 2 0 0 0 0
3 3 0 0 0 0
4 4 05 2 04 1.6
5 5 1 5 1 5
6 6 0 0 0.1 0.6
7 3.75 0.25 0.9375 015 0.5625
8 475 1 4,75 1 4,75
9 575 0.25 1.4375 0.35 2.0125
10 6.75 0 0 0 0
Right aperture
1 15 0 0 0 0
2 2.5 0 0 0 0
3 3.5 0 0 0 0
4 45 1 45 0.9 4,05
5 55 0.5 2.75 0.6 3.3
6 6.5 0 0 0 0
7 425 0.75 3.1875 0.65 2.7625
8 525 0.75 3.9375 0.85 4.4625
9 6.25 0 0 0 0
10 1.25 0 0 0 0
<Y>hon 0 0.1

5.4.6 Determine the spatial centroid position along-track for each MODIS band

Introduction of the Y, ¢, allows the spatial centroid value to be calculated in a way which
is similar to the along-scan algorithm. The spatial centroid position along-track for each
MODIS band is

|- Nch . . -|
| E[DNb,ch,L (side) Yy ch +DNp ey g (SidE) ‘Yb,ch,R] |
S T |~PSTyr (54.22)
[ > [ DNo en,. (sicle) + DNy, ¢ (sicle) | J
ch=1
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where PST,, 1 is the position shift in centroid calculation due to asymmetrical positioning
of the along-track reticle over the bands. PSTy 1 is 4.625 for 0.25 km IFOV bands, 4.75
for 0.5 km IFOV bands, 5 for 1 km IFOV bands.

5.4.7. Calculate the MODIS band centroid position shift along-track

1 2
(AY>b = E E[(Y>b,side - (Y) b,side,prelaunch] (5-4-23)
side=

The centroid position shift along-track is in the same direction as along-track. (AY), is

plus if the band is shifted along-track. The reason is that the signal for the detector with
higher Y value will be enhanced in result of higher (Y}, 4, When the detectors of a band is

shifted along-track.

5.4.8. Calculate the current band centroid position along-track

1 2
(Y>b,current = _2 2 L<Y) bside T ( AY> b,side,0 ] (5-4-24)
side=

where {AY)}, gge0 ={Ybcse =Yl bsdepraiaunch @d (Y), ge= IS computed using GSE

measured detector position along-track.

5.5. Mathematical description of the algorithm for determining the position
shifts of the four FPAs

The four FPA shifts include FPA shift along-scan, FPA shift along-track, and FPA
rotation.

When the detector/band positions for several bands are not available due to noisy or
saturated detectors, their positions can be interpolated between known vicinity
detector/band positions. In case detectors/bands are still noisy or located on the edge of
the FPA, the FPA shift information can provide data to infer their positions.

According to the calibration results from the along-scan and along-track described in 5.3
and 5.4, the position shifts of the four FPA can be calculated (see Figure 5.5.1):
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Along-track

vy

Along-scan

Figure 5.5.1 Geometry of the focal plane shifts
5.5.1 FPA rotation

The inclination of the detector-array of a band can be determined based on the knowledge
of detector shift along-scan. The inclination angle for a band is calculated by the linear
regression of the two data sets, X pen and Yy cn 0, Where subscription of ‘0’ indicates

preluanch value. The change of current inclination angle from the prelaunch value is the
detector-array rotation. Counting only for those bands in FPA rotation calculation if the
active detector number in a band is greater than 70%, the average rotation angle of the
detector-array for all bands in each individual FPA is

1 Nu(h)
AeFPA(I ) = Nb(| ) bzl [9 LG(Yb,ch,o; (x)b,ch ; b) - eLG (Yb,ch,o ;<X>b,ch,o; b) ]

(5.5.1)

where b is the band number, I is the FPA number, N, is the number of bands in a FPA,
0, ¢ Iisthe inclination angle.

The positive rotation is that the FPA rotates count-clockwise in X-Y coordinates as
shown in Figure 5.5.1.
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The magnification change would affect the actual Yy, ., from Yy, ¢ o Values applied in the
formula, this effect causes a secondary error.

5.5.2 FPA magnification change

The magnification change could be caused by changes in the optical chain for each FPA.
The optical chain is from the SRCA collimator to MODIS. It has different meaning from
the magnification of MODIS because it does include the portion of the SRCA collimator.
When magnification changes, the projected image sizes of the SRCA along-scan and along-
track reticles will change. In along-scan, the width of the CARFS curve varies with the
size of the along-scan reticle. For example, the CARFS curve will be widened if the
magnification value increases. This provides a method to determine the magnification on-
orbit.

1 N [N§) <Xhalf ,r>b,ch _<Xhalf '|>b,ch 1 1 552
Ny (1) 21 Ne (b)|L ho1 <Xha|f,r>bych’0 _<Xha|f ">b,ch,o J|

AMepa(l) =

where (Xnairry @and (Xparr) are the right and left X values corresponding to half maximum
response of the CARFS on both sides. The subscript ‘o0’ stands for prelaunch value.

5.5.3 FPA shift along-scan

The FPA shift along-scan is the average shift along-scan for all detectors in a FPA. All
active detectors are counted in the calculation.

(5.5.3)
Np () New (b) & | £

where ch is the channel number, N, is the number of channel for a band, The rest of
notation is the same as section 5.5.1.

Np(I) [ Neh(b)
AXFPA(I )= ; [ E «X)b,ch - <X>b,ch,o)

5.5.4 FPA shift along-track

FPA rotation needs to be considered in the calculation of FPA shift along-track because
rotation causes the centroid position to shift along-track. The compensation value is
related to the distance from the optical center to the band position along-scan and the
rotation angle.

The magnification change will bias the centroid Y values because of asymmetric placing

of the along-track reticle over the detectors for a band. Figure 5.5.2 shows the centroid Y
changes with magnification. The curves are determined when the detectors are located at
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ideal position with ideal size and no gaps between detectors. After the magnification on-
orbit has been calculated, the corrected centroid Y for the Ith FPA , (AY)mag(1), can be
calculated by interpolation. The data base for(AY)mag(l) will be given after the detector
positions at the FPA are measured by GSE.

The FPA shift along-track can be written as

1 N7 sm(AG (1)), N® I
AYFPA(I)= N I E (Y\ \Y/bo s ( E(/X/bcho (X)opt(l))
b( ) b=1 [ ch=1 J
- A<Ymag (l )>
(5.5.4)
where (Y), and (Y), ; are the
80
5 centroid value of a band along-
Euw vt | track measured on-orbit and
2 fyj* : prelaunch. {X}, is the
£, (X) value of the optical axis for
220 i each FPA measured prelaunch
g 40 o as data base value. AYpyag is
60w LA the compesation item due to
g0 B0 magnification change.
-0.1 -0.05 0 0.05 0.1
Magnification change
--m- 1 IFOY —&— 05 IFOVY —w— 0.26 IFOV

Figure 5.5.2 (AY)mag as a function of magnification change

5.6 Strategy for determining detector position along scan and band centroid
position along track for various levels of signal quality

Table 5.6.1 and 5.6.2 present strategies for determining detector position along-scan and
along-track, respectively.

Table 5.6.1 Strategy for determining position along scan
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Band/detectors quality of signal Detector along scan

All detector in the band have adequate Section 5.3

signal

Up to 30% the detectors have inadequate Section 5.3 for detectors with adequate
signal in a band signal

Section 5.7, case 3 for detectors with
inadequate signal

A band with inadequate signal sandwiched | Section 5.7, case 1
between two bands with adequate signal

A band with inadequate signal at an edge of | Section 5.7, case 2
the FPA

Table 5.6.2 Strategy for determining centroid position along track

Band/detectors quality of signal Band centroid along track
All detector in the band have adequate Section 5.4
signal

Any detector in band has inadequate signal | Section 5.7, case 2

Section 5.3 presents an algorithm for determining detector positions along scan for any
detector with an adequate signal. A detector has an adequate signal if it has a good signal
to noise ratio and it is not saturated. If every detector in a band has an adequate signal
then the algorithms presented in Section 5.4 may be used to determine the centroid of the
whole band along track; conversely, if even one detector in the band has inadequate signal
then the algorithms can not be used. For bands containing detectors with inadequate
signals, Section 5.7 presents algorithms for determining detector positions along scan and
band centroid position along track.

5.7 Description of the algorithm of determining the detector position and its shift
for noisy/saturated channels/bands (Figure 5.7.1)

Case 1. The noisy/saturated band is sandwiched between other bands.

Assume that the noisy/saturated band is bx . Let the band next to it but with
smaller data frame number be blf and the band next to it but with greater data frame
number be brt. The prelaunch measured distances along-scan, subscripted by o, are

(5.7.1)

Sf = |<X) bx,ch,o — (X)blf ch,0 and Srt = |(X)brt cho — (x)bx,ch,o

The shifts of band bx are
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S
<Ax)bx,ch = S +f S, [(Ax>brt,ch = (AX) ¢ .ch ]+ (AX )¢ ch (5.7.2)
S
(AY ) = S, +f s [(AY)brt —{AY )y ]* (AY Dyt (5.7.3)

The calculation is valid only if the number of detectors for band bx is equal or less than
both bands, blf and brt. Conversely, the method introduced in case 2 is applied.

Case 2. The noisy/saturated band is the leftmost or the rightmost band in the FPA

In this case, we need to use FPA shift information to determine the band/detector shifts.
The distances between the detector center and the optical center measured prelaunch are

(5.7.4)

SDX,Ch.X = |<X>bx,ch,o - <X>opt,o and Sox,ch,y =

be .cho — Yopt ,0

The distance between the detector center and the optical center measured prelaunch is

Db,ch = (1+ AMFPA (I ))"\/ng,ch,x + Sci(,ch,y (5.7.5)

and sinBp ch =Spxchy /Dpch s COOpch=Spxchx /Dh,ch

The detector shift along-scan
<Ax>bx,ch = (1+AMpa (1)) [Sox,ch,x “(CoSAOEpa(1))= 1) = Sy cny ~SINAB pa (I ))]"‘ (AX)epa(l)

(5.7.6)
The band centroid shift along-track

in(A® | Nch
= sin( NI::A( ). Esox,ch.x +(AY) pa (1) (5.7.7)

ch=1

<AY> bx
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: : (X\/bx‘ch 0’ Y Yox,ch,o
4] .
—
Sit I Srt f
ABrpa(l)
(X)Opl 0 Yopto - Sox chy
b.ch
Stxchx
Sit Sit
Case 1 o
Y b x.0 ;\/AX\,D‘X Y bamo (Ax)b’m
Sm
Y bmo {AXY, Yoo oy
Sn /
Y‘b,n‘u v (AX\Ibn Y’h’n'a-E- (Ax)b’n
Case 3.1 Cacssn

Figure 5.6.1 Determination of shift along-scan for noisy/saturated detector

Case 3. If the band blf or/and band brt contains noisy/saturated detector

The detector shift on-orbit is calculated by interpolation or extrapolation of their neighbor
detectors. In the Figure 5.7.1 the shaded detectors are assumed as noisy/saturated
detectors.

Case 3.1 The noisy/saturated detector, X, is located on the both ends of a

band. The detector shift along-scan is extrapolated from two of
nearest active detectors, m and n, of a band.

S = |Yb,m,0 - Yb,x,ol and §, =|Yb,n,0 - Yb,x,ol (5.7.8)

(80, = (X0, + (%), = (450, 220 579

The centroid shift along-track uses Eq.(5.7.7).
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Case 3.2 The noisy/saturated detector is sandwiched. The detector shift
along-scan is interpolated from two of nearest active detectors, m

and n, of a band.

Draft

S
(AX)y = (AX)y 0+ [(AX) 1 - (AX)M](S“ o) (5.7.10)
The centroid band shift along-track uses Eq.(5.7.7)
5.8 Uncertainty estimates
Table 5.8.1 Uncertainty budget for the SRCA spatial calibration
(at 1 o confidence level )
Item | Description of uncertainty sources Uncertainty Band 8
case (m)
1 Lamp output variation and drift 0.25% negligible
2 | SNR and quantization 1/DN/ONo. averaged negligible
3 | Non-uniform illumination along- Simplified STOP 2
track
4 Non-uniform illumination along- Simplified STOP 2
scan
5 Phase-delay variation 0.01 IFOV 2
6 | Partial aperture filling N/A
7 | Defocus 0.5 mm negligible
8 | Cross-talk 4% distributed to neighbor 9
detector
9 | FPA/Reticle imaging inclination by
3 arc sec.; shift along-scan/along- Along-scan 4
track of 0.1 IFOV(1 km); and
magnification change by 5% Along-track 15
Total ( Inter-FPA case) 18

Table 5.8.1 lists the uncertainty budget for the SRCA spatial calibration. When the
SRCA reticle or the MODIS optical chain, shared by the four FPA, are shifted, no error is
introduced for the relative co-registration of the detectors. However, the shifts for the
individual optical chain for each FPA affect the relative co-registration. Summary of these
uncertainties is shown in Table 5.8.1. Table 5.8.2 is the uncertainty requirement for

relative co-registration. The requirement is 0.2 IFOV and the goal is 0.1 IFOV.

Table 5.8.2 The uncertainty budget of relative co-registration (m)
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(at 1o confidence level )
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1km - 0.5km - 0.25km - 1km - 1km -
1km 0.5km 0.25km 0.5km 0.25km
Specification 200 100 50 200 200
Goal 100 50 25 100 100
Spatial calib. uncertainty
1 3 5 7 9 1113 14M105D1I; :]!;nzl: 23 25 27 29 31 33 35
Figure 5.8.1 Uncertainty estimate
Table 5.8.3 Relative shift and geolocation uncertainties (m)
(at 1 o confidence level)
1km - 0.5km - [ 0.25km-| 1km - 1km -
1km 0.5km 0.25km 0.5km | 0.25km
1. Relative shift
Prelaunch (1) 35 18 9 28 26
SRCA on-orbit 24 13 6 19 18
Total 42 22 12 34 32
2. Geolocation
After A&E SDST provides 19 19 19 19 19
(2)
Total 46 29 22 39 37

1) Prelaunch data is calculated by ground measurement with a resolution of 1/40 IFOV

(SBRC)

2) SDST provides geolocation of 10 nominal 1-km IFOVs in a single band with a location
uncertainty (3s) :97m along-scan, 75m along-track (at launch) and 51m along-scan, 28m

along-track (after A & E).
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The uncertainties for all bands from Table 5.8.1 are evaluated from Monte-Carlo
simulation and the result is shown in Figure 5.8.1. For comparison with the specification
on the band relative co-registration, the square-root of the two individual band values
gives the relative band position shift. The average uncertainty of the relative shift for
different detector size combination is given in Table 5.8.3. In combination with the
detector position measurement uncertainty prelaunch and the geolocation for a nominal
band, the on-orbit geolocation uncertainty is calculated. More pertain analysis will be
given after the measurement data in the laboratory or in TV are available.

5.9 Description of input data set, output products, and quality control

5.9.1 Input data set:
1) Detector relative position, (X),  , ad Yy, , , for al bands measured by the GSE
prelaunchat TV.

2) Correction coefficients considering the SRCA partial aperture illumination for each

detector along-scan,(AX),, 4, ,.and each band along-track,(Y), .

3) Optical axis position for each FPA,(X)Opt(I ).
5.9.2 Output products

1) Detector position shift along-scan,(AX)
(AY), .

beh -aNd centroid position shift along-track,

2) Detector position along-scan, (X}, ., ,and centroid position along-track, (Y}, .
3) Off-line products: Four FPA relative shifts along-scan, AXgp, (1), along-track,
AYepa(l), and rotation, ABps (1), and magnification change, AM:,,(1).

5.9.3 Quality control and exception handling

1) The signalsfor MODI S detectors are averaged over multi-scan. Standard
deviations are calculated as criteriato set instability flags.

2) The position shift along-scan will be evaluated by interpolation from the detector
positions of their vicinity bands or by using FPA shift information if the
band/channel is saturated or noisy.

3) The centroid position and its shift along-track is determined for the band if
one of the active channel signal is noisy/saturated.

4) A band will be excluded from the FPA position shift calculation if lessthan
70% detector is active for that band.
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5) See 3.4.4 (2).

6) FPA shift malfunction flags. shift along-scan > 0.4 IFOV, shift along-track > 0.4

IFOV, rotation > 2°, and magnification change > 5%. (to be modified after ground
measurement data available)
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6. Notation

Grating spacing

Adjustment coefficient for determining the transmittance of
the neutral density filter

A spectral configuration factor which accounts for the
difference in the spectral profile between the blackbody and
the SRCA. This factor mainly includes the spectral profile of
the SRCA source output, the spectral reflectance of the SRCA
integration sphere wall material, and the SRCA transmittance.
Effective solid angle-area product of lamp filament

Aperture Response Function along-Scan

Aperture Response along-Track

Band number

The band which is located next to the noisy/saturated band
with a smaller data frame number

The reference band number

The band which is located next to the noisy/saturated band
with a greater data frame number

A coefficient which compensates for the difference in the
spectral profiles between two operational lamp radiometric
temperatures

Correction coefficient of non-uniform output of the SRCA

Combined Aperture Response Function along-Scan

CDSav,1(6mm) The average value of the CDS| (6, m)

CDS (6Bmm) The DN value of the calibration SiPD for lamp configuration,

L, grating angle, 6,,, and diffraction order, m
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CDShorm L (Bmm) The CDS| (6, m) normalized by the SDS, (6,m)
ch Channel number
DNy Average DN value

DNy chi, DNpcnr The averaged DN corresponding to the left/right openings for
along-track reticle.

DN nax The maximum DN

DNes(M) DN value of the reference SiPD at wavelength of A

DNgs(lamp,sample) MODIS detector DN value under SIS(100)
illumination for lamp configuration, lamp, and sample
number, sample

DNgrea MODIS detector DN value under the SRCA illumination

DN ihreshold Threshold of digital counts

Eqs(M\) Efficiency of the SRCA SIS

Fie Left frame number

Fr Right frame number

Fmid Middle frame number

F(\) Relative profile of the radiant flux
Frame# Frame number

G(b#) Radiometric gain value for band b#
IFOV Instantaneous field of view

Integer| ] Take integer for the resultin[ ]

lsiid\) Relative profile measured at the exit slit plane
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Isrea(A) The relative spectral profile of the SRCA

Ly(A\,T) The spectral radiance of the blackbody at wavelength A and
temperature of T

Lsisaooy(lamp, A) The spectral radiance of the SIS(100) for the lamp
configuration of “lamp”

Lsrea(b#) Effective in-band radiance of the SRCA

Lsrca(M) Effective spectral radiance of the SRCA

m Diffraction order

Mepa(l) Magnification of the focal plane |

MSR(b#,ch#,A) The MODIS detector signal in terms of wavelength. This
signal has been normalized by the spectral profile of the

SRCA SIS source

MSR | (b#,ch#,0,,,m) The MODIS detector DN value for band, b#, channel,
ch#, grating angle, 6., and diffraction order, m.

MSR orm L(b#,ch#,0,m) MSR| (b#,ch#,06 ,,m) normalized by the reference
detector response

Np(I) Number of bands in focal plane |

Nen Number of channels in a band

Nen(b) Number of channels for band b

Nrame Number of frames

N phase Number of phase-delays

Nsige Number of scan mirror sides, equal to two
Ngcan Number of scans

Phase#Phase-delay number
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Phase-length The spatial difference between two continuous phase-delay
settings

PSTys, PSTy,r The position shifts in centroid calculation along-scan/along-

track

Ocoef A constant to average out the signal level in Least-square
fitting

R(b#,)\.) The spectral response of the MODIS band b# measured

prelaunch in TV
Recps(A) The spectral response of the calibration SiPD
Rsps(M) The spectral response of the reference SiPD

AR(A,T) The spectral temperature coefficient of the reference SiPD
under the operational temperature of “T”

Scan# Scan number
SDS| (6mm) The same as CDS (6, m) but for the reference SiPD

SDSav,(Bmm) The average value of the SDS (6, m)

Side# Scan mirror side number

step The grating motor step number

std[ ] Calculation of standard deviation

U(b,ch) Gain inconsistency between channels

Xp Position of a band center along the focal plane assembly

<X>pch The spatial center position for a detector along-scan

<X>pcho The spatial center position for a detector measured prelaunch
along-scan

<X>opi(1) The optical axis position along-scan for focal plane |
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<AX>pcn

<AX>b,ch,o

AXepa(l)
Yb.ch

Yb,ch,o

<Y>,
<Y>po
AYepa(l)
<AY>,

<AY>b,o

Po

e(\)
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Detector position shift along-scan on-orbit

Detector position difference measured by the GSE and the
SRCA due to the SRCA partial aperture filling

Focal plane shift on-orbit along-scan
The weighted coordinate of a detector along-track

The detector center position measured prelaunch by the GSE
along-track

The centroid band position on-orbit along-track

The centroid band position measured prelaunch along-track

Focal plane shift on-orbit along-track

The centroid position shift along-track

The centroid position difference between the spatial position
calculated from the measurement data by the GSE and

measured by the SRCA

Half of the angle between the incident ray and the exit ray
relative to the grating

Nominal B value
Lamp filament emissivity

The angular displacement between the main exit slit and the
didymium slit

Angle calculated by the linear regression
Grating angle

Grating angle at didymium peak region
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0 offo

ABEpa

Ao (b#,ch#)

}\-cut-in

}\-cut-off

didymium
Aok

dCDS
pk,L

Ak

Ahg

AM(b# ch#)
Taidymium(A)
™o (M)

o (b#)

CDS
Q m, pk,L
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Grating angle for the reference SiPD, which equals to the
Om ok after a physical shift required to match 6, p at didymium
peak region

The offset angle of the grating motor

Nominal 64 value

The focal plane rotation on-orbit

The center wavelength value for band b# and channel ch#

Cut-in wavelength corresponding to half of the maximum
band response

Cut-out wavelength corresponding to half of the maximum
band response

The wavelength value of the didymium glass at the peak
number of “pk”

Wavelength corresponding to the centroid step motor angle of the
transmission peak

The center wavelength shift

Center wavelength correction value for the measurement
difference between GSE and the SRCA prelaunch in TV

The bandwidth for band b# and channel ch#

The transmittance of the didymium absorption glass
The spectral transmittance of the neutral density filter
The in-band transmittance of the neutral density filter

The centroid grating angle for the peak number of “pk”,
calculated from calibration SiPD signal
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A&E
BB

DN
EOS
Eq.
FPA
GSE
GSFC
IFOV
IR
LWIR
MCST
MODIS
MWIR
ND
NIR
NIST
OBC
SBRS

SD/SDSM
SDST
SNR
SiPD
SIS
SIS(100)
SRCA
SWIR
TBD
TV

VIS
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7. Acronyms

Activation and Evaluation

Blackbody

Digital counts

Earth Observing System

Equation

Focal plane assembly

Ground support equipment

Goddard Space Flight Center

Instantaneous field of view

Infrared

Long wave infrared

MODIS Characterization Support Team
Moderate Resolution Imaging Spectroradiometer
Middle wave infrared

Neutral density

Near infrared

National Institute of Standard Technology
Onboard calibrator

Hughes Santa Barbara Remote Sensing (original Santa Barbara
Research Center (SBRC))

Solar Diffuser/Solar Diffuser Stability Monitor
Science Data Support Team

Signal to noise ratio

Silicon Photodiode

Spherical integrating source

SIS of 100 cm in diameter, a ground radiometric calibration source
Spectro-Radiometric Calibration Assembly
Short wave infrared

To be determined

Thermal vacuum testing

Visible
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Appendix A. Determination of the SRCA spectral radiance prelaunch

The SRCA is calibrated against the SIS(100) at TV. During the calibration MODIS will
be alternately illuminated by the SIS(100) and the SRCA. The in-band radiance of the
SIS(100) is known. After subtracting the space view signal counts and correcting for the
MODIS detector non-linearity, scan mirror reflectivity, temperature-related DN change,
and scan angle effect, the corrected DN values are available. The effective in-band
radiance is

D Ngrea (b# ,ch#)

L rea (D#,CN# ) = Lgs100) (b#,ch#) * (A1)

The “effective” is in the sense that the SRCA output radiance, partially fills the MODIS
aperture, produces the same DNgrca(b#,ch#) value as an extended radiance source, with
radiance of Lsgca(b#,ch#), at the MODIS entrance pupil. For simplicity, we call the
SRCA effective radiance as SRCA radiance in this document.

Conversion of the SRCA in-band radiance to spectral radiance is needed for determining
the spectral radiance change on-orbit. When the spectral radiance of a source is slowly
varying and the bandwidth is narrow, the spectral radiance at the center wavelength is
approximated by

LMD (b#che
LN i ~)
SRCA c/— A}\.(b#) '
where the center wavelength for band b# [1] is
e =fo(k)dk/f R(A\ )dA (A.3)
0 0

the bandwidth [1] is

Ah=h,—hy =[12AM - 22) (A.4)
R(l ) is the spectral response of the band and

M =Zx2 R\ )dA /}; R\ )dA (A.5)

A modeling curve fits the available SRCA spectral radiances Lsgca(Ac).
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Lsrea (A2 T) = Qeoer * A(M) - Ly (A, T) (A.6)
where the A(M) is determined using the SRCA relative output profile by

_ lSRCA )
A(N) = m (A7)

The A()M) is the combination of the SRCA transmittance, the SRCA SIS efficiency, lamp
filament emissivity, and other spectral modification such as mirror reflectivity. It is
assumed that A(\) does not change during A&E. In Eq. (A.7) T, is the radiometric
temperature measured when the SRCA relative output profile measures.

A least-square fit method [3] is utilized to fit the model to the known Lsgca(Ae) untila T
and gcoer Values are obtained.

The first derivatives of Lsgca(Ai, T) With respect to geees and T on-orbit are

oL AT
s, = T2AT g 1,0,7) (A8)
coef
aL AT 14388
nd  dsy =Tl g JERAG) LT (A9

The difference is between fitting curve and the known SRCA spectral radiance at the
center wavelength for data point i is

Rss,i = Ocoef * AO‘- ci ) LbO"c,i ’T) - LSRCA (7"cj ) (A.].O)
where A; is selected to equal A.; in Egs. (A.8), A(9), and (A.10).

The matrix coefficients are:

N
Cu= 21d§oef,i (A.11)
1=
N
Co=Cy= Eld%oef,i ds (A12)
1=
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Ce - 3,08, (A13)
Dcoef = §1R$| 'dS:oef J (A-l4)
Dr - 3, Ry -dy, (A.15)

Least-square fit method [3]:

(1) Start with an initial temperature, Ty,
(2) Calculate call matrix coefficients.
(3) Solve the matrix

A coef _ Cll C12 - X Dcoef ( A 16)
AT CZl C22 DT
(4) The current Ocoef = Ucoef _Acoef and Ton—orbit = lon-orbit — AT (A-17)

(5) Iterate (back to step (2)) until gcoer and Ton-orpit are converged.

Finally, the SRCA spectral radiance is given by Eq. (A.10). This procedure must be done
for lamp configurations of 3-10W and 1-10W).
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Appendix B. Methodology of deduction of lamp temperatures based upon
measured spectral profile at the exit slit plane of the SRCA

The spectral output will be measured at the exit slit plane of the SRCA at subassembly
level.

1. Deduction of the spectral profile of the SRCA.

Knowing the spectral reflectivity of mirror coating, pmirror(A), for the telescope and the
plain mirror in front of the exit plane, the spectral profile of the SRCA output is

lsrea (M) = lgic ) (P mirror (n)* (B.1)
where Isgca(A) is the relative spectral profile measured at the exit slit plane by SBRS.

2. Deduction of lamp temperature of the SRCA SIS lamp.

The method is to use a set of models which has been examined in the Lab. to determine
the spectral profile of the lamp output. Then the radiometric temperature value is
calculated by least-square fit.

The models to describe the lamp emissivity, SIS efficiency, and blackbody radiance are

Lamp emissivity, €(A,T), is [1]
e(A,T)=(07641- 00000875T)-exp(0759-0.0001488T)-A) (B.2)

The efficiency of the SRCA SIS, Egs(M), is [1]
. A
Egss(A) = A pw) (B.3)
(I-pw(R)) Ay +pw(r) (A + A)
where pw(A) is the diffuse reflectance of the SIS wall material, Ay is the area of the coated

wall, A, is the area of SIS exit hole, A, the area which includes the holes for lamps and
SiPDs.

The blackbody radiance (Wem™srinm™ ) uses Planck’s equation, that is
-

A ex -1

W [

The spectral transmittance of the SRCA, tsrca()), is from the measurement by SBRS or
from the calculation using CODE V.

(B.4)

The spectral profile of the SRCA at the exit slit plane can be expressed as
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en (1 T) = Ko™ 26 (1, T)- Ly T): Eas 0) Tmea () (B9

e
where A, is the effective solid angle-area product of lamp filament (cm?sr).

Thus, the lamp radiant source as a blackbody emits the radiant flux with the spectral
profile of

F ()\' ) — l Sit (>\‘ )
e(M,T;) Egs(A) T e (d)
where T, uses the nominal temperature of the lamp filament.

(B.6)

This profile, F()), is to fit the spectral radiant distribution curve of a blackbody at the
temperture of T. The methodlogy is introduced in [2] and the algorithm can be refered to

Appendix A.
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